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Spécification des dimensions face a face des purgeurs automatiques de vapeur d'eau a brides

Spezifikation flir Flachenabstande bei Flanschverbindungen von automatischen

Kondensationswasserabscheidern

National foreword

This British Standard has been prepared under the
direction of the Mechanical Engineering Standards
Committee and is one of a series implementing
international standards in the development of which the
United Kingdom has played an active part.

This standard is identical with ISO 6554 - 1980 ‘Flanged
automatic steam traps— Face-to-face dimensions’
prepared by Technical Committee ISO/TC 153, Valves, of
the International Organization for Standardization (ISO).

For the purposes-of this British Standard Series 2 and 4 of
the face-to-face dimensions are not endorsed for new
models. They apply only to models already existing as
shown by the footnote to the table associated with

clause 3.

Terminology and conventions. The text of the
international standard has been approved as suitable for

British Standards Institution

publication as a British Standard without deviation.
Some terminology and certain conventions are not
identical with those used in British Standards; attention is
especially drawn to the following.

Where the words ‘International Standard’ appear,
referring to this standard, they should read as ‘British
Standard'.

Cross-reference. At present there is no corresponding
British Standard for ISO 6708, referred to in the text and
now published. ISO 6708 is, however, mentioned for
purposes of information only and does not affect the
validity of the standard. The corresponding definition is
given in BS 6023, ‘Glossary of technical terms for
automatic steam traps’.
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1 Scope and field of application

This International Standard specifies face-to-face dimensions
for a range of automatic steam traps used in flanged pipe
systems.

2 Definitions

2.1 nominal size (DN)!: Numerical designation of size
which is common to all components in a piping system other
than components designated by outside diameters. It is a
convenient round number used for reference purposes, and itis
only loosely related to manufacturing dimensions. It is
designated by the letters DN, followed by a number.

2.2 face-to-face dimension: The distance, expressed in
millimetres, between the two planes, perpendicular to the trap
axis, located at the extremities of the body end ports.

3 Dimensions
The six basic series of face-to-face dimensions for flanged
automatic steam traps, expressed in millimetres, are given in

the table for the nominal sizes ranging from DN 15 to DN 50
inclusive, and for pressures to PN 40 inclusive.

1) In accordance with 1SO 6708, at present at the stage of draft.

These figures apply only to the steam traps themselves, and
not to the whole assembly {accessories included) as installed in
the pipeline.

Table — Face-to-face dimensions ‘
DN FiFseresl ¢ |22 | 3 | & | 5 | 6
15 '
5 160 | 170 | 210 | 230 | 280 | 480
2% [ 160 [ 210 | 230 | 310 | 380 | ¢q9
(32) ' 350 | 450
0 230 | 270 | 320 | 420 | 490 | gon
50 500 | 560

* These two series apply only to models already existing.

NOTE — The nominal size presented between brackets in this table,
(DN.32), is retained on a provisional basis and for a limited time,

é
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