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National foreword

This British Standard has been prepared under the direction of the Piping Systems Components Standards Policy
Committee and is identical with ISO 7841 : 1988 ‘Automatic steam traps - Determination of steam loss— Test
methods’, published by the International Organization for Standardization (1SO).

Cross-references

International standard Corresponding British Standard
1ISO 651:19756 BS 791 : 1975 Specification for solid-stem calorimeter thermometers
{Technically equivalent)
ISO 653: 1980 BS 5074 : 1974 Specification for short and long solid-stem thermometers for precision use

(Technically equivalent)
BS 6199 Measurement of liquid flow in closed conduits using weighing and volumetric

methods

IS0 4185:1980 Part 1: 1981 Weighing method
(ldentical)

ISO 65662 :1980 BS 6023 : 1981 Glossary of technical terms for automatic steam traps
(Identical)

The Technical Committee has reviewed the provisions of ISO 652 : 1975, to which reference is made in the text, and
has decided that they are acceptable for use in conjunction with this standard.

Textual error. When adopting the text of the international standard, the textual error given below was discovered. It has
been marked in the text and has been reported to ISO in a proposal to amend the text of the international standard.

In 4.2.3, the definition of the formula symbol @, should be read as * 6 , is the final water temperature in the calorimeter
tank, in degrees Celsius'.
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INTERNATIONAL STANDARD

ISO 7841 : 1988 (E)

Automatic steam traps — Determination of steam

loss — Test methods

1 Scope and field of application

This International Standard specifies two test methods to
determine the steam loss of automatic steam traps to ISO 6552,

The object of these tests is to determine the amount of live
steam, if any, that is lost through the steam trap. They are,
therefore, tests to evaluate the ability of the traps to shut
against steam during successive operations. :

There is no measurement of the total heat energy lost by the

trap. Such total heat loss would include radiation and convec-
tion components which can be established separately.

2 References

1SO 651, Solid-stem calorimeter thermometers.

ISO 652, Enclosed-scale calorimeter thermometers,

1SO 653, Long sa/id-st.em thermometers for precision use.

ISO 4185, Measurement of liquid flow in closed conduits —
Weighing method.

ISO 6552, Automatic steam traps — Definition of technical
terms.

N\
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3 Test arrangements

The test arrangements for steam loss determination are shown
in figures 1 and 2. The minimum water capacity of the
calorimeter tank {see figure 1) shall be 0,02 m3, It is most im-
portant that the condensate drainage device be fully capable of
maintaining a dry line to the heat exchanger. The test device
shall be located sufficiently below the heat exchanger to pre-
vent condensate backing up into the heat exchanger, should
the test device only operate infrequently.

All piping and equipment (including the heat exchanger) shall
be insulated to a value of

2.0¢ . h
R > 075 x 10—33—J—

to reduce thermal losses to a minimum.

The instruments used for the measurements shall comply with
International Standards, if such standards exist, e.q.

— ISO 651, ISO 652, 1SO 653 for temperature
measurements;

— 180 4185 for flow measurements.

The condensate removal device shall not be modified in any
way from its commercial form.
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4 Test method A
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The test may be carried out at a pressure corresponding to the
maximum working pressure of the trap, the test pressure not
exceeding 32 bar1) with saturated steam (238 °C).

Load testing shall be carried out at 1 % of the maximum
capacity of the trap at the corresponding test pressure with a
minimum of 5 kg/h.

4.1 Procedure

4.1.1 No-load condition

Start with all valves closed and tanks empty.

4.1.1.1 Open valves 1, 2 and 3 to permit the drain and test
devices to operate at test pressure p,.

4,.1.1.2 During warm-up, weigh and record the mass of the
empty calorimeter tank n1;, and record the steam pressure p,
and steam temperature ;.

4.1.1.3 Fill the calorimeter tank with sufficient water (about
half-full} to result in a test run of practical duration. The initial
water temperature §; should be at least 8 °C below ambient
temperature §,. Record the water temperature 6; and mass of
water plus tank 1.

4.1.1.4 When thermal equilibrium is reached, simultaneously
and rapidly close valve 3, open valve 4, and start the timing in-
terval. The use of a three-way valve is recommended to
facilitate rapid closing and opening,

4.1.1.5 Stir the water in the tank as necessary to ensure a
uniform water temperature.

4.1.1.6 When the temperature of the water in the tank is as
many degrees above ambient as the initial temperature was
below, rapidly close valve 4 and open valve 3 simultaneously,
record the elapsed time, the final water temperature 8, and the
mass of water plus tank m,.

4.1.1.7 Before the measurement, trial runs should be carried
out to ensure that the test conditions have stabilized and that
the pressure, temperature, initial amount of water in the
calorimeter tank and load conditions are those required. When
testing condensate removal devices, an error calculation is
made from three consecutive tests to determine the accuracy
of the test result. The error calculation is based on the
instrumentation used and described in this International
Standard; or the average result from three consecutive tests
shall agree within 10 % or 500 g/h, whichever is the greater.

If this cannot be obtained, check the system for integrity and
increase the calorimeter tank capacity.

4.1.2 load condition

Start with all valves closed and both tanks empty.

4.1.2.1 Open valves 1, 2 and 3 to permit the drain and test
devices to operate at test pressure p,,

1) 1bar = 105 Pa

ISC 7841 : 1988 (E)

4.1.2.2 - During warm-up, weigh and record the mass of the
empty calorimeter tank m,, and record the steam pressure p,
and steam temperature d,.

4.1.2.3 Open valves 5 and 6 to allow a flow of cooling water
through the heat exchanger, to create the desired condensate
load on the test device. After the system has come to
equilibrium, this load can be determined by closing valve 6 and
opening valve 7, to permit a known amount of water to be col-
lected in a given time.

Record the temperature of water entering and leaving the heat
exchanger, 0 and 6, the initial and final mass of exchanger
water plus tank, mgand m,, and the time A ¢, in seconds, of run
on the Data Sheet in 4.3. The approximate condensate load, in
kilograms per hour, on the trap may then be calculated using
the formula

(0|_ —05) (m4 —m3) x 3 600
At . hfgs

Load =

where Ay is the specific enthalpy of the evaporation at steam
inlet conditions, in joules per kilogram.

4.1.2.4 If the load on the trap as determined in 4.1.2.3 is as
desired, proceed to 4.1.2.5. If it is not as desired, adjust valve 5
accordingly and repeat the procedure in 4.1.2.3 until the
desired load is obtained.

4.1.2.5 Fill the calorimeter tank with sufficient water (about
half-full) to result in a test run of practical duration. The initial
water temperature ¢, should be at least 8 °C below ambient
temperature 6,. Record the water temperature 8, and mass of
water plus tank m;.

4.1.26 When thermal equilibrium is reached, simultaneously
and rapidly close valve 3, and open valve 4, and start the timing
interval. The use of a three-way valve is recommended to
facilitate rapid closing and opening.

4.1.2.7 Stir the water in the calorimeter tank as necessary to
ensure a uniform water temperature.

4.1.2.8 When the temperature of the water in the calorimeter
tank is as many degrees above ambient as the initial
temperature was below, rapidly close valve 4 and open valve 3
simultaneously, record the elapsed time, the final water
temperature 6, and the mass of water plus tank m,.

4.1.2.9 Before the measurement, trial runs should be carried
out to ensure that the test conditions have stabilized and that
the pressure, temperature, initial amount of water in the
calorimeter tank and load conditions are those required. When
testing condensate removal devices, an error calculation is
made from three consecutive tests to determine the accuracy
of the test result. The error calculation is based on the
instrumentation used and described in this International
Standard; or the average result from three consecutive tests
shall agree within 10 % or 500 g/h, whichever is the greater.

Documents

@


http://www.avadocuments.com/doc/bs-6027-1990
http://www.avadocuments.com/doc/bs-6027-1990

