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National foreword

This British Standard has been prepared under the direction of the Piping Systems Components Standards Policy
Committee and is identical with ISO 7842 : 1988 ‘Automatic steam traps — Determination of discharge capacity — Test
methods’ published by the International Organization for Standardization {ISO).

Cross-references

International standard Corresponding British Standard
1ISO651:19756 BS 791 : 1975 Specification for solid-stem calorimeter thermometers
{Identical)
ISO 653:1980 BS 5074 : 1974 Specification for short and long solid-stem thermometers for precision use
ISO 654:1980 (Technically equivalent)
BS 6199 Measurement of liquid flow in closed conduits using weighing and volumetric
methods
IS0 4185:1980 Part 1:1981 Weighing method
(Identical)
BS 1042 Measurement of fluid flow in closed conduits
ISO5167:1980 Section 1.1: 1981 Specification for square-edged orifice plates, nozzles and venturi tubes

inserted in circular cross section conduits running full
(Technically equivalent)

1S05168:1978 BS 5844 : 1980 Methods of measurement of fluid flow: estimation of uncertainty of a
flow-rate measurement
(Identical)

ISO 6552:1980 BS 6023 : 1981 Glossary of technical terms for automatic steam traps
(Identical)

The Technical Committee has reviewed the provisions of ISO 652 : 1975, to which reference is made in the text, and
has decided that they are acceptable for use in conjunction with this standard.

Additional information. Instruments, e.g. thermometers should be calibrated against each other.
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INTERNATIONAL STANDARD

ISO 7842 : 1988 (E)

Automatic steam traps — Determination of discharge

capacity — Test methods

1 Scope and field of application
This International Standard specifies two test methods to

determine the discharge capacity of automatic steam traps to
ISO 6552,

2 References

ISO 651, Solid-stem calorimeter thermometers.

ISO 662, Enclosed-scale calorimeter thermometers.

1SO 653, Long solid-stem thermometers for precision use.
1SO 654, Short solid-stem thermometers for precision use.

1ISO 4185, Measurement of liquid flow in closed conduits —
Weighing method.

IS0 5167, Measurement of fluid flow by means of orifice plates,
nozzles and Venturi tubes inserted in circular cross-section con-
duits running full.

ISO 5168, Measurement of fluid flow — Estimation of uncer-
tainty of a flow-rate measurement,

p—— ey

Full document details: BS 6028:1990

ISO 65652, Automatic steam traps — Definition of technical
terms.

3 Test arrangements

The test arrangements for condensate capacity determination
are shown in figures 1 and 2.

Ali piping and equipment shall be insulated to a value of

2.9C.h
R > 075 x 10-39—3—

to reduce thermal losses to a minimum.
The instruments used for the measurements shall comply with
International Standards, if such standards exist, e.g.

— 1S0 651, IS0 652, 1ISO 653 and ISO 654 for temperature
measurements;

— 180 4185, 1SO 5167 and 1SO 5168 for flow measure-
ments.

The condensate removal device shail not be modified in any
way from its commercial form.
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4 Test method A
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4.1 Procedure

NOTE — Test method A is applicable only to continuous discharge
measurement.

Start with all valves closed.

4.11 Warm up the system by gradually opening valves 1, 2,
3, 4 and 5.

4.1.2 Adjust valves 1, 2 and 3 with valve 4 wide open and
valve 5 closed to bring the system into equilibrium, Equilibrium
is defined as a steady water level in the accumulator with the
vent valve 3 partially open and a difference of 3 °C or less
showing on the temperature differential indicator.

4.1.3 Observe and record the following data as appropriate
depending on the method of condensate determination :

— py = steam supply pressure, in bars);

— ps = accumulator steam pressure, in bars;

— p3 = trap inlet pressure, in bars;

— P4 = trap outlet pressure, in bars;

— 01 = steam supply temperature, in degrees Celsius;
~— 0 = water supply temperature, in degrees Celsius;

~ Af# = temperature differential {subcooling) between
steam in the accumulator and fluid entering the trap, in
degrees Celsius;

- X

steam supply quality, in per cent;
— Z = accumulator water level, in metres;
— At = time interval, in hours, minutes or seconds;

— gy = water supply flow-rate, in kilograms per hour;

—  gy2 = steam supply flow-rate, in kilograms per hour;
— Mgy = mass of condensate and tank at start, in
kilograms;
— mg = mass of condensate and tank at end, in
kilograms.

It is emphasized that figure 1 shows two alternative test ar-
rangements for condensate measurement and that the choice is
left to the test laboratory.

4.1.4 Record the data specified in 4.1.3 at 5 min intervals for a
minimum total of five sets of observations.

4.1.8 During the test period observations as appropriate shall
not exceed the following limits :

a) the difference between the maximum and minimum
tank level shall not exceed 50 mm;

b} the maximum value of the tank level shall not exceed
450 mm at any time during the test; -

1} 1bar = 105 Pa

ISO 7842 : 1988 (E)

c) the maximum temperature differential (A#) shall not
exceed 3 °C during the test;

d) no individual trap inlet pressure (p3) observation shall
vary by more than 1 % of the average of all observations;

e} the calculated vent steam flow-rate (g,,) shall not ex-
ceed a maximum value equal to an exit velocity of 0,31 m/s
in the tank.

4.1.6 Repeat the operations specified in 4.1.1 to 4.1.5 as
necessary to produce three sets of observations which result in
three calculated capacity ratings, none of which varies from the
average by more than 10 %.

4.2 Flow calculations

At = @1 + 3 —Gma) T Qg

or

(mep —my)
= —— 7 X 3600
Amt Ar

where
d. s the discharge flow, in kilograms per hour;
qm1 s the water flow, in kilograms per hour:

dm3 is the steam flow to heat water supply (g,,), in
kilograms per hour;

(hg —hq)
lho —hg)

Am3 = dm %

dma s the flash steam flow in the accumulator, in
kilograms per hour;

(hg — hg)

Ama = Gy +qp3) %
mé ml T qm3 (h4 —hs)

b

D2
T4, max = -—X — X 0,31 x 3600
Vi

-

dmg is the accumulator storage rate, in kilograms per hour;

(21 ~2,) 3600
At Vo

n
Img = 7% D2 X

mgy and mqy are as given in 4.1.3;

hq s the specific enthalpy of the supply water, in kilojoules
per kilogram;

hy is the specific enthalpy of the supply steam, in kilo-
joules per kilogram;

h3 is the specific enthalpy of saturated water at the supply
pressure, in kilojoules per kilogram;

h4 s the specific enthalpy of saturated steam in the ac-
cumulator, in kilojoules per kilogram;
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