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Foreword

This British Standard has been prepared under the direction
of the Chemicals Standards Policy Committee to provide
methods of sampling and test for carbonaceous materials
used in the production of aluminium. The standard is being
published in two Parts, each Part being divided into
Sections. The two Parts are:

Part 1 Electrode pitch;

Part 2 Electrode coke.
Initially, it is proposed that Part 2 will comprise the
following Sections applicable to green and/or calcined coke
as indicated:

Section Subject Identical
with
2.1 Sampling™t ISO 6375
2.2 Ash content™t 1SO 8005
2.3 Ash analysis (AAS)*t -
2.4 Ash analysis (XRF)*t ISO F
2.5 Apparent density and porosity™t ISO F
2.6 Density (xylene method)t 1ISO 8004
2.7 Oil content (gravimetric method)* 1ISO 6997
2.8 Oil content (extraction method)*t 1SO 8723
2.9 Sieve analysist ISO +
2.10 Electrical resistivity T 1ISO ¥
2.11 Volatile matter content” ISO 9406

Other international methods of test for electrode coke are
under consideration and will be published as they become
available, subject to approval by the United Kingdom. This
Section is related to 1SO/DIS 8658 ‘Carbonaceous materials
for the production of aluminium — Green and calcined
coke — Analysis of ash — Determination of silicon, iron,
titanium, vanadium, zinc and nickel — Flame atomic
absorption spectrometric method’, published by the
International Organization for Standardization (1SO).
However, the UK finds the international draft method
impractical for routine purposes and it is not intended to
implement the international standard as a British Standard
when published unless it is revised to take account of the
UK comments.

This Section describes a method of test only, and should
not be used or quoted as a specification defining limits of
purity. Reference to this Section should indicate that the
method of test used is in accordance with BS 6043 : Part 2 :
Section 2.3 : 1989.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

* Applicable to green coke.
1 Applicable to calcined coke.
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