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National foreword

This British Standard is a revision of BS 6043-2.3 and is the UK implementation
of ISO 8658:1997. It supersedes the 1989 edition which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
CII/24, Raw materials for the aluminium industry, which has the responsibility
to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request
to its secretary.

Part 2 of provides methods of test for electrode coke as follows:
SectionSubject
2.1 Sampling
2.2 Ash content of green and calcined cokes
2.3 Ash analysis by flame atomic absorption spectroscopy
2.4 Ash analysis by X-ray fluorescence spectroscopy [SO 12980
2.5 Apparent density and porosity? —
2.6 Density (xylene method) |@SO 8004
2.7 Oil content (gravimetric method) |@SO 6997
2.8 Oil content (extraction method) |@SO 8723
2.9 Sieve analysis® —
2.10 Electrical resistivity of calcined coke granules
2.11 Volatile matter content [SO 9406
2.12 Particle size distribution of fine coke (laser diffraction

method)

2.13 Determination of tapped bulk density of green and
calcined coke
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2.14 Determination of bulk density after vibration?
2.15 Determination of grain stability of calcined coke using
a laboratory vibration mill
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Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under
the section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the ISO title page, pages ii to iv, pages 1 to 6 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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BS 6043 : Part 2 : Section 2.3 : 1997

INTERNATIONAL ISO
STANDARD 8658

First edition
1997-04-01

Carbonaceous materials for use in the
production of aluminium — Green and
calcined coke — Determination of trace
elements by flame atomic absorption
spectroscopy

Produits carbonés utilisés pour la production de I'aluminium — Coke cru et
calciné — Détermination des éléments-traces par spectrométrie
d'absorption atomique dans la flamme
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