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NOTE. Attention is drawn to BS 6057 : Part 0 ‘General introduction’ issued separately.

Foreword

This Section of BS 6057 is technically equivalent to 1SO 1652-1985 ‘Rubber latex — Determination of viscosity’ published
by the International Organization for Standardization (1SO).

This Section supersedes BS 6057 : Section 3.11 : 1984, which is withdrawn.

The only changes from the previous edition are of an editorial nature, but in view of the limitations on commercial
instrumentation imposed by 1SO 1652-1985, the decision has been taken to publish this Section of BS 6057 in a format
that is not identical with the international standard. However, the text of the international standard has been adopted as
far as possible without alteration. As a result, some terminology and certain conventions are not identical with those

used in British Standards; attention is drawn especially to the following. The comma has been used as a decimal marker.

In British Standards it is current practice to use a full point on the baseline as the decimal marker.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 6057 : Part 3 : Section 3.11 : 1987

1 Scope

This Section of BS 6057 specifies a method for the deter-
mination of the viscosity of both natural and synthetic
rubber latices.

Two instruments are specified:

1)  The L instrument is applicable for viscosities of up
to 2 000 mPa-s (2 000 cP).

2) The R instrument is applicable for viscosities of
above 200 mPa-s (200 cP).

NOTE. — The titles of the publications referred to in this Section
of BS 6057 are listed on the inside back cover.

2 Principle

The viscosity of a latex sample is determined by means of
a viscometer which measures the torque produced on a
specified spindle rotating at constant rotational frequency
and at a low rate of shear while immersed to a specific
depth in the latex.

Measurements may be made on the undiluted latex or on
the latex after dilution to a required total solids content.

3 Apparatus®

3.1 Viscometer, consisting of an electric synchronous motor
which drives, at a constant rotational frequency, a shaft to
which spindles of different shapes and dimensions may be
attached. The spindle is immersed in the latex to a specified
depth and the drag on the spindle rotating in the latex
causes a torque to be developed on the spindle shaft. The
equilibrium torque developed is indicated by means of a
pointer and scale which is calibrated in units from 0 to 100.

The L instrument uses a spring torque of 67,37 £ 0,07 uN'm
(673,7 £ 0,7 dyn-cm) at full-scale deflection.

The R instrument uses a spring torque of 718,7 £ 0,7 uN'm
(7 187 £ 7 dyn-cm) at full-scale deflection.

The spindles shall be accurately made in accordance with
the figure, and to the dimensions given in table 1.

A spirit level or bubble level shall be incorporated in the
motor housing to indicate, with the spindle attached to the
motor shaft, when the spindle is vertical.

A guard shall be used to protect the spindle in operation.
This shall consist of a rectangular bar of section approxi-
mately 9,5 mm x 3 mm, with the corners rounded, bent
into a U,

The upper ends of the vertical legs of the guard shall be
securely attached to the motor housing but in such a way
that the guard is removable for cleaning. The horizontal
portion of the guard shall join the vertical legs of the guard
through internal radii of approximately 6 mm.

Table 1 — Spindle dimensions
Values in millimetres

Spindle A B C D E F

number +13 | +£0,03| +0,03| 0,06 +1,3 | +£0,15
L1 1151 3,18 | 18,84 65,10 — 81,0
L2 115,1 3,18 | 18,72 6,86 25,4 50,0
L3 1151 3,18 | 12,70 1,65 25,4 50,0
R1 133,3 3,18 | 56,261 |22,48+ | 27,0 61,1
R2 133,3 3,18 | 46,93 1,57 27,0 49,2
R3 133,3 3,18 | 34,69 1,65 27,0 49,2

t Wall thickness approximately 0,6 mm.

+ Wall thickness approximately 1,0 mm.

The perpendicular distance between the inner faces of the
two vertical legs of the guard when the guard is securely
attached to the motor housing shall be 31,8 £ 0,8 mm with
the L instrument and 76,2 = 0,8 mm with the R instrument.
The perpendicular distance between the upper face of the
horizontal portion of the guard and the bottom of the
spindle shaft, when the guard is securely attached to the
motor housing and when the spindle is attached to the
motor shaft, shall be not less than 10 mm with the L instru-
ment and not less than 4,5 mm with the R instrument.

3.2 Beaker, glass, of internal diameter at least 856 mm and
capacity at least 600 cm?>.

3.3 Water-bath, capable of being maintained at a nominal
25 °C.

4 Sampling

Carry out the sampling in accordance with one of the
methods specified in BS 6057 : Part 2.

5 Preparation of sample

Determine the total solids content of the latex in accord-
ance with BS 6057 : Section 3.2, and then, if necessary,
accurately adjust to the required value by the addition of
distilled water or water of equivalent purity. Add the water
slowly to the latex and stir the mixture gently for 5 min,
taking care to avoid inclusion of air.

NOTE. — Water complying with BS 3978 is suitable.

If the latex contains occluded air and has a viscosity of less
than about 200 mPa-s (200 cP), remove the air by allowing
the latex to stand for 24 h.

If the latex contains occluded air and no other volatile
component, and has aviscosity greater than about 200 mPa:-s
(200 cP), remove the air by allowing the latex to stand
under vacuum until foaming ceases.

Should the presence of coagulum be noted, carefully strain
the latex through a screen having square apertures with
sides of approximately 500 pm.

*For information on the availability of test apparatus, apply to Enquiry Section, BSI, Linford Wood, Milton Keynes, MK14ﬁ. enclosing a
stamped addressed envelope. Béﬁsments
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