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NOTE. Attention is drawn to BS 6057 : Part 0 ‘General introduction’, issued separately.

National foreword

This Section-of BS 6057 is identical with ISO 1802-1985 ‘Natural rubber latex concentrate — Determination of boric
acid content’, published by the International Organization for Standardization {1SO). It supersedes BS 6057 : Part 3 :
Section 3.12 : 1984 which is withdrawn.

‘ Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some ferminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

_The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker,

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Section of BS 6057’
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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1 Scope and field of application

This International Standard specifies a procedure for the deter-
mination of boric acid in natural rubber latex concentrate which
contains preservative agents and which has been prepared by
some type of concentration process.

The procedure is not necessarily suitable for latices from
natural sources other than Hevea brasiliensis or for latices of
synthetic rubber, compounded latex, vulcanized latex or ar-
tificial dispersions of rubber. '

2 Principle

The pH of a test portion containing about 0,02 g of boric acid is
adjusted to 7,5 at which value boric acid exists substantially in
the undissociated form. Mannitol is then added in excess to
form the strongly acidic boric acid-mannitol complex.
Hydrogen ions equivalent to the boric acid present in the latex
are thus liberated and the pH falls. Boric acid is determined
from the amount of alkali required to restore the pH of the test
portion to 7,5.

3 Reagents

During the analysis, use only reagents of recognized analytical
quality and only distilled water or water of equivalent purity.

3.1 Hydrochloric acid, 2 % solution {m/m).

3.2 Stabilizer solution, containing 5 % (m/m) of a suitable
non-ionic stabilizer of the ethylene oxide condensate type.

3.3 Mannitol.

3.4 Boric acid solution.

Accurately weigh about 5 g of boric acid (H3BO3), dissolve in
water and dilute to 1 000 cm?3 in a volumetric flask.
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3.5 Sodium hydroxide, solution,
¢(NaOH) = 0,05 mol/dm3.

3.5.1 Standardization of the solution

Using a pipette (4.2), introduce 5 cm3 of the boric acid solution
{3.4) into a 250 cm? beaker. Add 2 cm? of the stabilizer solution
(3.2) and 50 cm? of water. If the pH of the solution, measured
using the pH-meter {4.1), exceeds 5,5, add the hydrochloric
acid solution {3.1), drop by drop, with constant stirring, to
reduce the pH to a value between 5,5 and 2,5. Allow the sol-
ution. to stand for 15 min. Add the sodium hydroxide solution
(3.5) from a burette (4.3), with constant stirring, until the pH is
7,50. Add 4 g of the mannitol (3.3) with continued stirring. The
pH falls. Again add sodium hydroxide from the burette and
record the volume of solution required to restore the pH to

7,50.

3.5.2 Calculation of the concentration

Calculate the concentration ¢, expressed in moles per cubic
decimetre, of the sodium hydroxide solution using the formula

0,081 x 1
Vi

where

m is the mass, in grams, of boric acid in 1 000 cm?3 of boric
acid solution (3.4);

V, is the volume, in cubic centimetres, of sodium hydrox-
ide solution required to restore the pH to 7,50.

4 Apparatus

Ordinary laboratory apparatus and

* 4,1 pH-meter, capable of measuring the pH found during

the test to the nearest 0,01 unit.
4.2 Pipettes, of capacity 2, 5 and 50 cm3.

4.3 Burettes, of suitable capacity.
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