BRITISH STANDARD BS 6057 :
Section 3.4 :
1990
ISO 126 : 1989

Rubber latices

Part 3. Methods of test

Section 3.4 Determination of dry rubber
content of natural rubber latices

NOTE. Attention is drawn to BS 6057 : Part 0 ‘General Introduction’,
issued separately.

Latex de caoutchouc Kautschuk-Latex

Partie 3. Méthodes d’essai Teil 3. Prifverfahren

Section 3.4 Détermination de la teneur en Abschnitt 3.4 Bestimmung des Gehaltes an
caoutchouc sec du latex de caoutchouc naturel Kautschuktrockensubstanz in

Naturkautschuk-Latex
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BS 6057 : Section 3.4 : 1990
e —

National foreword

This Section of BS 6057 has been prepared under the direction of the Rubber
Standards Policy Committee and is identical with ISO 126 : 1989 ‘Natural rubber
latex concentrate - Determination of dry rubber content’ published by the
International Organization for Standardization (ISO).

This Section of BS 6057 supersedes clause 4 of BS 1672 : 1972, which will be
deleted by amendment.

Cross-references

International standard Corresponding British Standard

BS 6057 Rubber latices

ISO 123 : 1985 Part 2 : 1987 Sampling
(Identical)

ISO 124 : 1985 Section 3.2 : 1987 Determination of total solids content
(Identical)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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AMD 7321
Amendment No. 1 to ISO 126 : 1989

! Amendment No. 1
= published and effective from 15 October 1992
to BS 6057 : Section 3.4 : 1990

Rubber latices

Part 3. Methods of test

Section 3.4 Determination of dry rubber
content of natural rubber latices

STANDARDS

NOTE. This amendment to BS 6057 : Section 3.4 : 1990 is identical
with ISO Technical Corrigendum No. 1, published in 1992, to
ISO 126 : 1989. A consequent change to the national foreword is also

included.
Correction
AMD 7321 National foreword
October 1992 ) . . . .
In paragraph 1, line 3, after 'rubber content", insert ', including Technical
Corrigendum No. 1 (1992)'".
AMD 7321 Clause 7.2

October 1992 . e . . .
Delete 'in triplicate' and substitute 'in duplicate'.

AMD 7321 Clause 8.2

Dctober 1992 L Lo . . L
Delete 'triplicate determinations' and substitute 'duplicate determinations'.
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