BS 6062 :Part 1:1981
IEC 286-1:1980

UDC621.38:621.798.188-418

Packaging of electronic components
for automatic handling

Part 1. Specification for tape packaging of components
with axial leads on continuous tapes

Emballage de composants électroniques pour opérations automatisées
Partie 1. Spécification de I'emballage des composants a sorties axiales en bandes continues

Verpackung von Elektronikteilen fur automatische Foérderung
Teil 1. Spezifikation fiir Bandverpackung von Teilen mit Axialleitungen auf durchlaufendem Band

AN
| .y
L. '"L" [

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW o’ : b
British Standards

Full document details: BS 6062-1:1981


http://www.avadocuments.com/doc/bs-6062-1-1981
http://www.avadocuments.com/doc/bs-6062-1-1981

BS 6062 :Part1:1981

Contents

National foreword
Cooperating organizations

Specification
1. Scope

2. Dimensions
3. Packing

4. Marking

National foreword

This Part of this British Standard has been prepared under the direction of the Electronic Components Standards

Page
Inside front cover
Back cover

B

Commiittee. It is identical with IEC Publication 286-1 : 1980 ‘Packaging of components for automatic handling Part 1 Tape
packaging of components with axial leads on continuous tapes’, published by the International Electrotechnical Commission

(IEC).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards. Wherever page numbers are quoted in connection with references to figures, they are IEC page numbers.
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BS 6062 : Part 1:1981

British Standard
Packaging of electronic components for

automatic handling

Part 1. Specification for tape packaging of components with axial leads on continuous tapes

1. Scope

This standard relates to the packaging of components with axial leads, in order to facilitate
assembly or automatic insertion. It has been prepared in order to standardize the methods,

general dimensions and preferred tolerances for the taping of these components for example,
resistors, capacitors, diodes, etc., for use in telecommunication equipment and electronic

devices employing similar assembly techniques.

This standard deals only with the lead taping type of packaging and does not indicate the
dimensions of the components themselves.

2. Dimensions

2.1 Lead taping type of packaging
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—#t= [max
“’\l Mﬂ Standard widths of tape (a)
— * mm in
s
—
— * | 61 0.236 + 0.039
P——— =T rm——— 91 0.354 £ 0.039
m L\A’\
b P
—_—t 3 H-— 4>La—<—
c -
FIGURE 1
TABLE 11
Standard spacings Permissible deviations
between components (s) over ten spacings
mm in mm in
5+0.5 0.197 £ 0.02 +2 +0.0787
10 +£0.5 0.394 £ 0.02 +2 +0.0787
15+ 0.75 0.591 + 0.03 +3 +0.118
20+ 1.00 0.787 + 0.039 +4 +0.157 Documents
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