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This Part of BS 6062 has been prepared under the direction of the Electronic Components Standards Committee. It is
identical with IEC Publication 286-3 : 1986 ‘Packaging of components for automatic handling’ Part 3 ‘Packaging of leadless
components on continuous tapes’, published by the International Electrotechnical Commission (IEC).

This standard is harmonized with CENELEC* publication HD 143.3 S1.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British

Standards,

Cross-references. The Technical Committee has reviewed the provisions of IEC 191-2, to which reference is made in the
text, and has decided that they are acceptable for use in conjunction with this standard.

A British Standard related to IEC 191-2 : 1966 is BS 3934 : 1965 ‘Specification for dimensions of semiconductor devices and

integrated electronic circuits’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

* European Commiittee for Electrotechnical Standardization,
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British Standard

Packaging of electronic components for automatic handling

Part 3. Specification for packaging of leadless components on continuous tapes

INTRODUCTION ,
Tape packaging meets the requirements of automatic component placement machines and covers
also the use of tape packaging for components for test purposes and other operations.

1. Scope

‘ This standard relates to the tape packaging of electronic components without leads or with
lead stumps which are intended to be connected to electronic circuits. It includes only those
dimensions which are essential for the taping of components for the above-mentioned

purposes.

2. Dimensions

2.1 Typel(Cardboard tape)
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FIG. 1. — Cardboard carrier tape.

Direction of unreeling
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2.1.1 Tapewidth W W=8.01£0.3mm

2.1.2 Carrier tape thickness T : T= 1.1 mm max.

Note. — The overall tape thickness (T3) may exceed dimension T due to
the additional thickness of the component and/or the cover

tapes (T).
2.1.3  Pitch Py of the sprocket holes Py=4.0%0.1 mm
Pitch tolerance over any 10 pitches 102mm Documents
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