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National foreword ’ 7

This Section of this British Standard, which has been prepared under the direction of the Environment and Pollution
Standards Committee, is identical with 1ISO 7027-1984 ‘Water quality — Determination of turbidity”. The international
standard was prepared by subcommittee 2, Physical, chemical and biochemical methods, of Technical Committee 147,
Water quality, of the international Organization for Standardization (1SO) as a result of discussion in which the UK
participated.
This British Standard is being published in a series of Parts subdivided into Sections that will generally correspond to
particular international standards. Sections are being, or will be, published in Parts 1 to 6 which, together with Part 0, are
as follows.

Part 0. Introduction

Part 1. Glossary

Part 2. Physical, chemical and biochemical methods

Part 3. Radiological methods

Part 4. Microbiological methods

Part 5. Biological methods

Part 6. Sampling
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline e
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

It is current practice in British Standards for the symbol ‘L’ to be used for litre rather than ‘I’ and for the term ‘sulphur’ to
be used rather than ‘sulfur’,

Cross-reference. The Technical Committee has reviewed the provisions of 1SO 3864 and CIE Publication No. 17 to which

references are made in the text and has decided that they are acceptable for use in conjunction with this standard.

The definition of ‘white (see 1SO 3864)’ to which reference is made in 8.1, is given in BS 5378 : Part 2.

Additional information.
(a) 1t would be difficult using the transparency testing tube described in 5.1.1 to lower the level of the sample steadily
as required by 5.2. It is normal practice to use a transparency testing tube fitted with a side-arm and drain tap, mounted
as closely as possible to the base of the tube, such that the line of sight down the tube to the print sample, or test mark,
is not obstructed.
{b) With reference to items a) and b) of 9.1 and 10.1, concerning the requirement for apparatus using radiation at a
wavelength of 860 nm and a spectral band-width of 60 nm, it is considered that the use of monochromatic radiation may
not give a realistic measure of turbidity which is the scattering of light by particles over a wide range of wavelengths,
in addition, turbidimeters using a monochromatic radiation are not readily available in the United Kingdom. For these
reasons, attention is drawn to footnote 1 to 9.1 and 10.1 permitting the use of tungsten lamps as polychromatic
sources. ’
(¢) The notes to 9.1 and 10.1 are at variance with the requirements of items e} in both cases but do not affect the
validity of these requirements.
{d) One formazine nephelometric unit (or one formazine attenuation unit) is approximately equal to one Jackson
turbidity unit and 2.5 mg/! of SiO,.

Compliance with a British Standard does not in itself confer immunity from legal obligations.
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. . 0 Introduction

Turbidity in liquids is caused by the presence of undissolved
matter. In the case of undissolved, finely dispersed matter, the
turbidity may be determined by measuring the attenuation of a
radiant flux as it passes through the liquid or by measuring the
intensity -of diffused radiation. The diffusion of radiation is a
property of liquids and can be used to measure turbidity. This
International Standard describes both of these methods,
together with methods which, although largely superseded
since the development of optical turbidimeters, are still used for
semiquantitative determinations, for example to obtain infor-
mation in field work on surface and waste waters.

1 Scope and field of application

This International Standard specifies four methods for the
determinations of turbidity of water.

Section one specifies semiquantitative methods, employed for
example in field work:

a) method using the transparency testing tube (suitable
for pure and lightly polluted water);

b) method using the transparency testing disk (especially
suitable for surface water).

Section two specifies quantitative methods using optical tur-
bidimeters:

a) method by measuring diffused radiation, applicable to
‘water of low turbidity (for example drinking water). Depen-
ding on the instrument design, it may also be used for
waters of higher turbidity;

b) method by measuring the attenuation of a radiant flux,
more suitable for highly turbid waters (for example waste or
potluted waters).

Measurements of turbidity can be affected by the presence of
dissolved light-absorbing substances (substances imparting
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colour). Such effects can be minimized, however, by perform-
ing measurements at wavelengths greater than 800 nm. Only a
blue colour, which may be found in certain polluted waters,
slightly affects measurements of turbidity in this region of the
spectrum. Air bubbles may also interfere with measurements
but such interference may be minimized by careful handling of
the samples.

2 References
ISO 3864, Safety colours and safety signs. '

CIE Publication No. 17, International Lighting Vocabulary.

3 Definitions

For the purpose of this International Standard, the definitions
given in CIE Publication No. 17, and the following, apply.

turbidity : Reduction of transparency of a liquid caused by the
presence of undissolved matter.

See also clause 7.

4 Sampling and samples

Maintain all glassware that comes into contact with the sample
in a scrupulously clean condition. Wash with hydrochloric acid
or surfactant cleaning solution. :

Collect samples in glass bottles, fit stoppers, and carry out the
determinations as soon as possible after collection. If storage is
unavoidable, store the samples in a cool, dark room but not
longer than 24 h. If the samples have been stored cool, allow to
come to room temperature before measurement. Prevent con-
tact between the sample and air and avoid unnecessary
changes in the temperature of the sample.

Documents


http://www.avadocuments.com/doc/bs-6068-2-2-13-1984
http://www.avadocuments.com/doc/bs-6068-2-2-13-1984

