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National foreword

This Section of BS 6069, which has been prepared under the direction of the 
Environment and Pollution Standards Policy Committee, is identical with 
ISO 9486:1991 “Workplace air — Determination of vaporous chlorinated 
hydrocarbons — Charcoal tube/solvent desorption/gas chromatographic method”. 
The International Standard was prepared by Technical Committee 146, Air 
quality, of the International Organization for Standardization (ISO) with the 
active participation and approval of the UK.
BS 6069 is being published in a series of Parts and Sections that will generally 
correspond to particular International Standards arising from the UK 
participation in the work of ISO/TC 146. This Section of BS 6069 is one of several 
relating to workplace atmospheres that are being published as Sections of Part 3. 
Methods concerning stationary sources are being published as Sections of Part 4 
of BS 6069. Topics relating to other aspects of air quality characterization will be 
published as further Parts or Sections of BS 6069.
The following Parts of BS 6069 are being published.

— Part 1: Units of measurement (complete);
— Part 2: Glossary (complete);
— Part 3: Workplace atmospheres;
— Part 4: Stationary source emissions.

Methods for the determination of particular constituents of ambient air are being 
published as Parts of BS 1747 “Methods for the measurement of air pollution”.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

International Standard Corresponding British Standard

ISO 5725:1986 BS 5497 Precision of test methods
Part 1:1987 Guide for the determination of repeatability 
and reproducibility for a standard test method by 
inter-laboratory tests
(Identical)
BS 4559 Methods for preparation of calibration gas 
mixtures

ISO 6145-1:1986 Section 5.1:1987 Review of methods of calibration
(Identical)

ISO 6349:1979 Part 7:1981 Permeation method
(Identical)

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 10, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 Scope
This International Standard specifies a charcoal 
tube/gas chromatographic method for the 
determination of the concentration of vaporous 
chlorinated hydrocarbons in workplace air.
The method is valid for the measurement of the 
concentrations of airborne vapours of any of the 
following compounds:

a) dichloromethane;
b) chloroform;
c) carbon tetrachloride;
d) 1,1-dichloroethane;
e) 1,2-dichloroethane;
f) 1,1-dichloroethene;
g) 1,2-dichloroethene;
h) 1,1,1-trichloroethane;
i) 1,1,2-trichloroethane;
j) trichloroethene;
k) 1,1,2,2-tetrachloroethane;
l) tetrachloroethene;
m) 1,2-dichloropropane;
n) chlorobenzene;
o) o-dichlorobenzene.

The method is valid for concentrations of airborne 
vapours of these compounds in the range from 
approximately 1 mg/m3 to 1 000 mg/m3 
(about 0,2 ml/m3 to 200 ml/m3; see 8.1) when 
sampling 10 litres of air.
NOTE 1 The upper limit of the useful range is set by the 
adsorptive capacity of the first section of the charcoal tube (5.1) 
used. This capacity is measured as a break-through volume of air, 
which should not be exceeded during sampling (see clause 6 
and Annex A).
The lower limit is set by a number of parameters, including the 
noise level of the detector (5.9), blank concentrations due to the 
contamination of the charcoal tube and carbon disulfide by the 
substance analysed, desorption efficiency (see Annex B) and 
interference of the solvent peak in the gas chromatographic 
analysis.

The method is also valid for the measurement of 
airborne concentrations of mixtures of these 
compounds. In such cases, the unique properties of 
each compound have to be considered when 
determining the volume of air to be sampled and the 
gas chromatographic conditions to be used.
NOTE 2 When analysing chlorinated hydrocarbon mixtures 
with very large differences in concentrations and in which 
several compounds are present, the reproducibility and 
repeatability of the compounds of minor importance might be 
influenced.

The method has been validated for a selection of 
typical chlorinated hydrocarbons[1].

This procedure is compatible with low flow rate 
personal sampling equipment, and can be used for 
personal and fixed location sampling for obtaining 
time-weighted-average concentrations of 
chlorinated hydrocarbon solvent vapours in air. It 
cannot be used to measure instantaneous or 
short-term fluctuations in concentrations. 
Alternative on-site procedures, such as gas 
chromatography or infrared spectrometry, shall be 
used to measure rapidly changing concentrations.
Organic components which have the same or nearly 
the same retention time as the substance analysed 
during the gas chromatographic analysis will 
interfere. Interferences can be minimized by proper 
selection of gas chromatographic columns and 
programme conditions.

2 Normative references
The following standards contain provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of 
publication, the editions indicated were valid. All 
standards are subject to revision, and parties to 
agreements based on this International Standard 
are encouraged to investigate the possibility of 
applying the most recent editions of the standards 
indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards.
ISO 5725:1986, Precision of test methods — 
Determination of repeatability and reproducibility 
for a standard test method by inter-laboratory tests. 
ISO 6145-1:1986, Gas analysis — Preparation of 
calibration gas mixtures — Dynamic volumetric 
methods — Part 1: Methods of calibration. 
ISO 6349:1979, Gas analysis — Preparation of 
calibration gas mixtures — Permeation method. 

3 Principle
A known volume of air sample is passed through a 
glass or metal tube packed with activated charcoal. 
The organic vapours are adsorbed onto the charcoal.
The collected vapours are desorbed using a suitable 
solvent and analysed with a gas chromatograph 
equipped with a flame ionization detector or other 
suitable detector.
NOTE 3 For certain applications, in particular the analysis of 
carbon tetrachloride and chloroform, alternative detectors such 
as the electron capture detector may offer greater selectivity and 
sensitivity.

4 Reagents
During the analysis, use only reagents of recognized 
analytical grade and only distilled water or water of 
equivalent purity.
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