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BS 6081 : 1989

Foreword

This British Standard has been prepared under the direction
of the General Electrotechnical Engineering Standards
Committee. It is a revision of BS 6081 : 1978, which is
withdrawn.

The standard provides a specification for the terminations
used with mineral-insulated cables complying with

BS 6207, to ensure that complete terminations for use

with a given size of cable are interchangeable.

This revision is related to IEC Publication 702-2: 1986,
published by the International Electrotechnical Commission
(IEC).

It is assumed in the drafting of this British Standard that
the execution of its provisions will be entrusted to
appropriately qualified and experienced people.
Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 4001

=

Amendment No. 1
published and effective from 30 September 1982

to BS 6081 : 1978

Specification for terminations
for mineral insulated cables

——

Revised text

AMD 4001 Clause 7.2 Mechanical type tests for seals
September 1982 At the beginning of this sub-clause insert the following

‘The mechanical type tests are applicable only to those
seals that are for use as means of attachment of cables to
supporting structures or enclosures, for example metal pot
seals.’

MD 4001 Clause 7.3.1.4
ptember 1982 In line 3 delete ‘5000 M2’ and substitute ‘100 MQ'.

Documents

Document Sharing Hub

Full document details: BS 6081:1989


http://www.avadocuments.com/doc/bs-6081-1989
http://www.avadocuments.com/doc/bs-6081-1989

Documents

Document Sharing Hub

Full document details: BS 6081:1989


http://www.avadocuments.com/doc/bs-6081-1989
http://www.avadocuments.com/doc/bs-6081-1989

AMD 4604

Amendment No. 2
published and effective from 31 July 1984
to BS 6081 : 1978

Specification for terminations
for mineral insulated cables

Revised text

AMD 4604 Contents
July 1984 Under ‘Tables’, in items 3, 4, 5 and 6 delete ‘earth continuity’ and substitute ‘circuit
protective’.
AMD 4604 Clause 3.3 gland
July 1984 In line 3 delete ‘earth continuity’ and substitute ‘circuit protection’.
AMD 4604 Clause 4. Marking of packages
July 1984 In item (g) delete ‘earth continuity’ and substitute ‘circuit protective’.
AMD 4604 Clause 5.1.2
July 1984 X . , L., . .. . .,
i In line 1 and lines 3 and 4 delete ‘earth continuity’ and substitute ‘circuit protective’.
AMD 4604 Clause 5.2 Temperature rating
July 1984 Delete the existing clause and substitute the following.
‘5.2 Temperature rating. Seals shall be suitable for
continuous operation at the maximum operating temper-
ature declared by the manufacturer, this value being no
lower than 85 °C and no higher than 250 °C. Verification
shall be by means of the electrical type tests specified in 7.3.
AMD 4604 Clause 5.6 Insulating sleeving
July 1984 . . .
uly 198 Delete the first sentence and substitute the following.
‘The material of the insulating sleeving shall comply with the
appropriate requirements of BS 2848, except that in the
case of Type 3 and Type 6 the dimensions shall be in
accordance with table 1 of this standard.’
AMD 4604 Clause 6.2.7
July 1984 In line 1 delete ‘earth continuity’ and substitute ‘circuit protection’.
AMD 4604 Clause 6.3.2
July 1984

In lines 3 and 4 delete ‘earth continuity’ and substitute ‘circuit protective’.
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