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Foreword

This British Standard has been prepared under the
direction of the Building Service Standards Committee
and covers all types of loose couplings and spigot and
socket flexible joints which are used as an alternative to
caulked joints. The joints are for use with the cast iron
pipes and fittings specified in BS 437 and BS 416 in their
normal domestic usage. '

Full document details: BS 6087:1981

Appendix
A. Mechanical tests

Table
1. Angle of deflection

Figures

1. General arrangement of straight draw test
2. General arrangement of shear loading test
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' BST BS*L087 A1 WM k24669 0029489
British Standard Specification for -
Flexible joints for cast iron drainpipes

and fittings (BS 437) and for cast iron soil, waste
and ventilating pipes and fittings (BS 416)

-

e T .. —— — B2, Castiron. For joints integral with pipes, cast iron
- ' 5 _ complying with the tensile strength requirements of
e _—————""""" BS 1452, not less than grade 150.

e T =TT .- . For loose couplings (i.e. not integral with pipes), castiron .
e e e . complying with the tensile strength requirements of
| BS 1452, not less than grade 180.

" In either case the cast iron shall be coated in accordance
with clause 9 of BS 437 :1978.

15.2.2 Stainless steel. Material for nuts and bolts complying
i with the requirements of BS 970 : Part 1, not less than
! grade 302525 or complying with the requirements of
BS 3111, not less than grade 304517, Material for
coupling bands complying with the requirements of
BS 1449 :Part 2.

5.2.3 Low carbon steel. Low carbon steel shall be
galvanized in accordance with BS 729.

1.Scope

This British Standard specifies design requirements and
type tests for flexible joints for cast iron pipes and fittings
complying with the requirements of BS 437 and BS 416.
Marking of assemblies is also specified.

2. References

The titles of the standards publications referred to in this
standard are listed on the inside back cover.

6. Test requirements

6.1 General. A joint assembly shall comply with the test
requirements in 6.2, 6,3 and 6.4.
6.2 Deflection. A joint assembly shall be capable of being
. deflected to the angle shown in table 1 by the methods
" specified in A.2 without leakage.

3. Definition :
For the purposes of this British Standard the following
definition applies.

joint assembly. Two spigots or a socket and spigot and
means of jointing them together, assembled into a single

unit. :
: 6.3 Straight draw. A joint assembly shall be capable of
. * being tested by the method specified in A.3 without
4. Design leakage.
4.1 General. Flexible joints shall be so designed that: 6.4 Shear resistance. A joint assembly shall be capable of
{a) when formed into a joint assembly with straight being tested by the method specified in A.4 without
pipes, or fittings, or fittings and straight pipes, specified  |eakage. ) P o -
in either BS 416 or BS 437, the assembly shallcomply /7, Marking  *— — . T A
with the performance requirements specified in T . .
clause 6 of this standard, and }ngl;;tvsv?::-” be legibly and durably marked with the i
(b) when formed into a joint assembly with fittings N o
specified in BS 416 or BS 437, the assembly, when I(Z) g‘; gggb?;gg‘: date of this British Standard, .
fitted, shall be whally within the straight portions of the - ' d
fittings. (b) BS 437 {(or letter ‘D’ for drain) and/or BS 416
iQr H . . .
-4.2 Locating register for couplings. Type R couplings lor letter *S" for soil) as appropriate;
shall incorporate an integral circumferentially continuous {c) the trademark or name of the manufacturer;
locating register. The bore of the register shall be smaller - - {d) the identification of the factory if the
than the minimum external pipe diameter by at least i manufacturer has more than one; .
-B50 % of the minimum wall thickness and greater than (e) in cases where the joints are not supplied by the
- the maximum internal pipe diameter. - manufacturer of the pipes and fittings with which
Type NR couplings shall not incorporate any register.’ they are intended to be used, or in cases where the

manufacturer supplies incompatible systems (see
note), the dimensions or other identification of the

5. Materials ; e . . .
. i . pipes and fittings with which they are compatible;
5.1 Elastomeric joint rings, if used, shall comply with the . - o .

- fBS 2494 forri ¢ 2 (drai ) NOTE. Different joints and similar joints by different
requirements o or rings of type rainagel. me?n_ufacturers, while individually complying with this
5.2 Metallic components shall be of one of the materials British Standard, may not necessarily be interchangeable.
specified in 5.2.1 t0 5.2.3. {f) in cases where the joints incorporate a locating

register, ‘Type R’;
{g) in cases where the joints do not incorporate a
locating regrister, ‘Type NR’.”’

*Marking BS 6087 : 1981 on or in relation td?ﬁroduct representrsiaimanufacture}\’s d;aélaratién of
conformity, i.e. a claim by or on behalf of the manufacturer that the product meets the requirements - = D

of the standard. The accuracy of the claim is therefore solely the responsibility of the person making - ] Q : H S
_the claim. Such a declaration is not to be confused with third party certification of conformity, ' cu ments
which may also be desirable.” : .

—— - e



http://www.avadocuments.com/doc/bs-6087-1981
http://www.avadocuments.com/doc/bs-6087-1981

