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BS 61 : 1969

THis BRITISH STANDARD, having been approved by the
Mechanical Engineering Industry Standards Committee, was
published under the authority of the Executive Board on
31st December, 1969.

BS 61 Part 2 first published, April 1913.
First revision, March 1946.
Second revision published as BS 61 : 1969, December, 1969.

SBN: 580 05724 0

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook. The
BS Yearbook may be consulted in many public libraries and
similar institutions.

This standard makes reference to the following British
Standards:

BS 21. Pipe threads.

BS 61. Copper tubes (heavy gauge) for general purposes.
Part 1. Copper tubes (heavy gauge).

BS 66. Copper alloy three-piece unions (for low and
medium pressure screwed copper tubes).

BS 99. Copper alloy pipe fittings screwed for low and
medium pressure BS copper tubes.

BS 1306. Non-ferrous pipes and tubes for steam services.

BS 2517. Definitions for use in mechanical engineering.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference MEE/28 Draft for comment 68/22092
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AMD 4431

Amendment No. 1
published and effective from 30 April 1984
to BS 61 : 1969

Threads for light gauge copper tubes and fittings

Revised text

Page 2. Delete the list of reference standards and substitute the following:

‘BS 21.  Pipe threads for tubes and fittings where pressure-
tight joints are made on the threads.
BS 66 Cast copper alloy pipe fittings for use with
& 69. screwed copper tubes.
BS 1306. Copper and copper alloy pressure piping systems.
BS 2871 Copper and copper alloys. Tubes.
Part 2. Tubes for generai purposes.’

Contents. In fhe titles for both tables 1 and 2 delete ‘to BS 61 : Part 1,
BS 66, BS 99 and BS 1306°.

Foreword. Delete the second paragraph and substitute the following:

These threads are used mainly for the lighter type of tubes or fittings to
BS 66 & 69, BS 1306 and BS 2871 : Part 2*, when threads to BS 211 are
unsuitable or cannot be utilized due to the thickness being insufficient. As such

they are supplementary to BS 21 which are recognized by ISO 7 and which
should be used wherever possible.’

<

Page 5. Delete the footnotes at the foot of the page and substitute the
following:
ok

BS 66 & 69, ‘Cast copper alloy pipe fittings for use with screwed copper tubes’.
BS 1306, ‘Copper and copper alloy pressure piping systems’.
BS 2871, ‘Copper and copper alloys. Tubes’ Part 2, ‘Tubes for general purposes’.

1t BS 21, ‘Pipe threads for tubes and fittings where pressure-tight joints are made on the
threads’.’

Clause 1. Scope. In lines 2 and 3, delete ‘BS 61 : Part 1, BS 66, BS 99 and
BS 1306*" and substitute ‘BS 66 and 69, BS 1306 and BS 2871 : Part 2*’.

In line 3, delete ‘BSP’.
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Clause 2. Terminology and definitions. Delete the first paragraph entirely.

Page 6. Delete the footnotes at the foot of the page and substitute the
following:

“* BS 66 & 69, ‘Cast copper alloy pipe fittings for use with screwed copper tubes’.
BS 1306, “‘Copper and copper alloy pressure piping systems’.
BS 2871, ‘Copper and copper alloys. Tubes’ Part 2, ‘Tubes for general purposes’.

+ BS 21, ‘Pipe threads for tubes and fittings where pressure-tight joints are made on the
threads’.’

Table 1. Basic dimensions and limits of size for threads for light gauge copper
tubes and fittings to BS 61 : Part 1, BS 66, BS 99 and BS 1306 (Basic gauge
lengths and limits of size are based on turns of thread) (Metric units)

In the title delete ‘to BS 61 : Part 1, BS 66, BS 99 and BS 1306’.

Table 2. Basic dimensions and limits of size for threads for light gauge copper
tubes and fittings to BS 61 : Part 1, BS 66, BS 99 and BS 1306 (Basic gauge
lengths and limits of size are based on turns of thread) (Imperial units)

In the title delete ‘to BS 61 : Part 1, BS 66, BS 99 and BS 1306°.
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