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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical Committee
GME/25, Cycles, upon which the following bodies were represented:

Association of Consulting Scientists
Association of Cycle Traders

Bicycle Association of GB
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Cyclists Touring Club
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Royal Society for the Prevention of Accidents
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National foreword

This Part of BS 6102 has been prepared by Technical Committee GME/25 and is
identical with ISO 5775-1 : 1994 Bicycle tyres and rims — Part 1 : Tyre designations
and dimensions which was prepared by Technical Committee ISO/TC 31/SC 10 of the
International Organization for Standardization (ISO) and in the development of which
the United Kingdom played an active part. This British Standard supersedes BS 6102 :
Part 5 : 1990 which is withdrawn.

Cross-references

Publication referred to Corresponding British Standard

ISO 5775-2 : 1989 BS 6102 Cycles
Part 6 : 1990 Specification for bicycle rims
(Identical)

The Technical Committee has reviewed the provisions of ISO 4223-1 : 1978 to which
normative reference is made in the text, and has decided that they are acceptable for
use in conjunction with this standard. A related British Standard to ISO 4223-1: 1978 is
BS 3558 : 1980 Glossary of rubber terms.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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Bicycle tyres and rims —

Part 1:

BS 6102 : Part 5 : 1996

Tyre designations and dimensions

Section 1:

1.1 Scope

This part of ISO 5775 specifies the designations and
dimensions for pneumatic bicycle tyres:

section 2: “Wired edge” tyres mounted on
straight side (SS) or crotchet type (CT) rims;

section 3: “Beaded edge” tyres mounted on
hooked bead (HB) rims.

Tubular sew-up tyres and non-pneumatic tyres will be
the subjects of separate International Standards.

1.2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of ISO 5775. At the time of publication, the

Full document details: BS 6102-5:1996

General

editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this
part of ISO 5775 are encouraged to investigate the
possibility of applying the most recent editions of the
standards indicated below. Members of |IEC and ISO
maintain registers of currently valid International
Standards.

ISO 4223-1:1989, Definitions of some terms used in
the tyre industry — Part 1: Pneumatic tyres.

ISO 5775-2:1989, Bicycle tyres and rims — Part 2:
Rims.
1.3 Definitions

For the purposes of this part of ISO 5775, the defi-
nitions given in ISO 4223-1 apply.
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