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Compliance with a British Standard does not of itself confer immunity from legal obligations.

National foreword

This Part of this British Standard has been prepared under
the direction of the Mechanical Engineering Standards
Committee and forms part of a series implementing
corresponding international standards in the development
of which the United Kingdom has played an active part.

This Standard is identical with 1SO 6693-1981 ‘Cycles —
Cotter pin and assembly of the axle/cotter pin/crank’ by
Technical Committee ISO/TC 149, Cycles, of the
International Organization for Standardization (1SO).

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical

with those used in British Standards; attention is drawn
especially to the following.

The comma has been used as a decimal marker. In British

Standards it is current practice to use a full point on the
baseline as a decimal marker.

Wherever the words ‘International Standard’ and ‘ISO 6693’
appear, referring to this standard, they should be read as
‘British Standard’ and ‘BS 6102’ respectively.
Cross-reference. Reference is made to ISO 887 which is in
course of preparation. However, 1ISO/R 887-1968 is
technically equivalent to BS 4320 : 1968 ‘Metal washers
for general engineering purposes’.
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British Standard

Cycles

Part 7. Specification for cotter pins and assembly of the axle/cotter pin/crank

1 Scope and field of application

This International Standard specifies dimensions and tolerances of the cotter pin and its assembly with the axle and crank, together
with the dimensions relevant to the assembly.

It applies to the fixing of a pedal crank to the bottom bracket axle of a bicycle.
2 Reference

I1SO 887, Plain washers for metric bolts, screws and nuts — General plan.V

3 Designation

Any cotter pin in conformity with the specifications of this International Standard is designated as follows :
Cotter pin ISO 6693-9,5

‘4 Dimensional characteristics

4.1 Cotter pin?
Dimensions and tolerances in millimetres
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1) At present at the stage of draft. (Revision of ISO/R 887-1968.)

2) Where a specific variation is required in the fit of the cotter pin in the crank, this should be effected only by a variation of the reference
dimension D.

3) Tolerances

— Thread M7 x 1 : thread as machined : 6g
thread after coating : 7h, 6h
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