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British Standard Specification for

Dimensions of hook-type couplings

on agricultural towing vehicles

[ISO title: Agricultural vehicles—Mechanical connections on towing vehicles—

Part 1: Hook type—Dimensions]

Spécification des dimensions des accouplements de type crochet figurant sur les véhicules

tracteurs agricoles

Spezifikation fir Abmessungen von hakenformigen Kupplungen an landwirtschaflichen

Schleppern

National foreword

This British Standard has been prepared under the
direction of the Agricultural Machinery and Implements
Standards Committee and is identical with

ISO 6489/1-1980 ‘Agricultural vehicles—Mechanical
connections on towing vehicles—Part 1 : Hook type—
Dimensions’ prepared by Technical Committee

.1S0/TC 23, Tractors and machinery for agriculture and

forestry, of the International Organization for
Standardization (1SO).

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation. Some
terminology and certain conventions are not identical with
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those used in British Standards; attention is especially
drawn to the following.

The comma has been used throughout as a decimal
marker. In British Standards it is current practice to use a
full point on the baseline as the decimal marker.

Where the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross reference. BS 5891 : 1980 specifies requirements
for the dimensions of ring-type hitches that are identical
with those specified in ISO 5692-1979 which is referred
toin clause 1.
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1 Scope and field of application 2 Reference .

This International Standard specifies the dimensional re- 1SO 5692, Agricultural vehicles — Mechanical connections on
quirements for a hook type coupling on agricultural towing  towed vehicles — Hitch rings — Specifications.

vehicles for making the mechanical connection with towed - T :

vehicles fitted with a ring type hitch coupling complying with

1SO 5692, 3 Dimensions
The hook shall comply with the dimensions shown inh the
figure.
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NOTES
1 No part of the hook is to lie outside the radius marked thus 1) between points X and Y {maximum metal condition illustrated).

2 The maximum width of gap “‘a” between the hook and the keeper is 10 mm.
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