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National foreword

Committee and is derived from  {SO 2860-1983 ‘Earth-moving machinery —Minimum access dimensions’ published

by the International Organization for Standardization (1IS0O). It supersedes BS 6112: 1981 which is withdrawn.

ISO 2860-1980 was revised as a result of international discussion in which the UK took an active part. Consequently

BS 6112: 1981, which was identical with ISO 2860-1980, has been revised accordingly. In 1985 the European Committee A
il

This revision of this British Standard has been prepared under the direction of the Road Engineering Standards f

for Standardization (CEN) approved 1SQ 2860 : 1983 as European Standard: EN 22860 : 1985 with the common modification

given in the brief history. The CEN common modification has been incorporated at the appropriate place in the 1SO text.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as British
Standard’

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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English version

Earth-moving machinery. Minimum access dimensions
(ISO 2860-1983, edition 3, 1983-06-01) incorporating an agreed common modification

Engins de terrassement. Dimensions Erdbaumaschinen. Offnungen - MindestmalRe
minimales des passages (ISO 2860-1983, Ausgabe 3, 1983-06-01)

(ISO 2860-1983, édition 3, 1983-06-01) einschlieBIich'_einer gemeinsamen,
comprenant une modification commune vereinbarten Anderung

approuvée

This European Standard was accepted by CEN on 1985-11-28. CEN members are
bound to comply with the requirements of CEN Internal Regulations which

stipulate the conditions for giving this European Standard the status of a national
standard without any alteration.

Up-to-datelists and bibliographical references concerning such national standards

may be obtained on application to the CEN Central Secretariat or to any CEN
member,

This European Standard exists inthree official versions (English, French, German).
A version in any other language made by translation under the responsibility of
a CEN member into its own language and notified to CEN Central Secretariat has
the same status as the official versions.

CEN members are the national standards organizations of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Ireland, italy, Netherlands, Norway,
Portugal, Spain, Sweden, Switzerland and United Kingdom.,

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© CEN 1985 Copyright reserved to all CEN members
Ref, No. EN 22860 : 1985 E
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Brief history

Following a proposal of the Commission of the European

Communities, the Technical Coordination Committee of

CEN decided in 1980 to investigate the national implemen-

tation of 1SO standards in the field of ‘Health and safety

standards for cabin installation of construction equipment’.

Based on the result of the implementation study on the

International Standard:

1SO 2860-1980, 2nd edition ‘Earth-moving machinery —
Minimum access dimensions’

as a part of the list of these 1SO standards, the Technical

Board of CEN decided by Resolution BT 5/1983 to submit

the attached standard 1SO 2860-1983, 3rd edition to

preliminary vote.

This has been realized by the Central Secretariat according

to Resolution BT 25/1982.

The text of the International Standard, edition 3, dated

1983-06-01 was approved by CEN as a European Standard

with an agreed common modification as given below.

— 2.2 Head access

Figure 2. Note 2: delete: 'heimet and’.
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