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B.S. 612 : 1966

THis BRITISH STANDARD, having been approved by the
Laboratory Apparatus Industry Standards Commiitee and
endorsed by the Chairman of the Chemical Divisional
Council, was published under the authority of the General
Council on 16th June, 1966.

First published, May, 1935.
First revision, June, 1952.
Second revision, June, 1966.

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 4000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, price 15s. The
B.S. Yearbook may be consulted in many public libraries and
similar institutions.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following B.S.I. references relate to the work on this standard:
Committee references LBC/1 and LBC/1/5
Draft for comment D64/4854
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AMD 1371

Amendment Slip No.1, published 23 August, 1974
to B.S. 612 : 1966

Nessler cylinders

Revised text

Clause 7. Graduation lines and numbering
Delete the existing last sentence and substitute the following:

‘Except that a gap not exceeding 5 % of the circumference is permitted,
each graduation line shall be carried completely round the cylinder and
appropriately numbered as shown in Fig. 1.’

Add the following sentence:

‘The centre of the gap shall be positioned either directly below the
pouring lip or at a point diametrically opposite to the pouring lip.’

Clause 9. Inscriptions
Delete the first two lines of this clause and substitute the following:

‘The following inscriptions shall be permanently and legibly marked on all
Nessler cylinders, and placed suitably away from the graduation lines and
numbers.’
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