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Fall document details: BS 6121-1:1987

Foreword

This Part of BS 6121 has been prepared under the direction
of the General Electrotechnical Engineering Standards
Committee, It is a revision of BS 6121 : 1973, which was a
metric revision of BS 4121 : 1967; both of these standards
have been withdrawn, This standard specifies a range of
metallic cable glands dimensionally standardized to a
sufficient extent to ensure the interchangeability of glands
of similar type and size made by different manufacturers,

It provides for mechanical glands with International
Organization for Standardization (1SO) metric threads

as specified in BS 3643 on the threaded fixing component,
such as are used with elastomer-insulated and PVC-insulated
cables. To avoid restricting development, only dimensions
essential to the interchangeability of the whole gland are
specified, and no attempt has been made to secure
interchangeability of components and cable cutting
dimensions between different makes. .
Glands suitable for use with flameproof enclosures are no
Jonger included in this standard; reference should be made
to BS 5501, Also, the original seal test has been replaced
by a test based on BS 6490 or BS 5420 for iP66.

Part 2 of this standard will give requirements and tests for
non-metallic glands.

Attention is drawn to appendix A, which lists the
information to be supplied by the purchaser when ordering
the glands.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Documents



http://www.avadocuments.com/doc/bs-6121-1-1987
http://www.avadocuments.com/doc/bs-6121-1-1987

BSI BS*bl2L: PARTx1L A7 EE 1L24kkY 0072120 9 mm

ull document details'::BS 6121-1:1987

OTMoOO®>

BS 6121 : Part 1 : 1987

Contents
Page
Foreword [nside front cover
Committees responsible Back cover
Specification
1 Scope 2
2 Definitions 2
3 Types of gland 2
4 Sizes of gland 4
5 Marking 4
6 Materials and construction 4
7 Dimensions 4
8 Type tests 5
Appendices : :
Information to be supplied when orderin 13
Proof torque test 13
Load test for type A glands 13
Armour clamp tensile test 14
Electrical continuity test 14
Seal test 14
Tests for insulated adaptors 14
Tables _
1 Glands for unarmoured cables (types A1, A2, A3
~and A4) ' : ’ 7
2 Glands for single wire armoured cables (types
BW, CW, D1W, D2W, E1W and E2W) - 8
3 Glands for pliable wire armoured flexible cables
(types BT, CT, D1T, D2T, E1T and E2T) 9
4 Glands for aluminjum strip armoured cables
(types BY, CY, D1Y and E1Y) 10
b Glandsfor braided screened flexible cords
(types BX, CX, D1X, D2X, E1X and E2X) 11
6 Glands for double steel tape armoured cables
(types A3Z, A4Z,BZ,CZ,E1Z, E2Z, D1Z and
D2z) 12
7 Radial load test 15
Figures
1 General construction of mechanical cable gland 3
2 Load test for type A glands 13
3 Radial load test = : 15
Documents
o T


http://www.avadocuments.com/doc/bs-6121-1-1987
http://www.avadocuments.com/doc/bs-6121-1-1987

BSI BSxhLl2k: PARTx1 &7 HR 1lk24btbk9 0072121 0O M

BS 6121 : Part 1 : 1987

Specification

1 Scope

This British Standard specifies requirements for limiting
dimensions, marking, materials, construction and type tests
for metallic mechanical cable glands. It provides for
interchangeability between complete glands of different
makes, but not between component parts.

The glands are particularly suitable for use with cables
complying with the following British Standards, but the
range of glands specified does not completely cover all the
cables included in these standards.

BS 5467  Specification for armoured cables with
thermosetting insulation for electricity
supply
Specification for PVC-insulated cables
(non-armoured) for electric power and
lighting
Specification for rubber-insulated cables for
electric power and lighting

BS 6004

BS 6007

BS 6116 Specification for elastomer-insulated flexible
trailing cables for quarries and miscellaneous

mines

Specification for PVC-insulated cables for
electricity supply

Specification for impregnated paper-
insufated cables for electricity supply

Part 1 Lead or lead alloy sheathed cables for
working voltages up to and including 33 kV

Specification for insulated flexible cords and
cables

Specification for cables with extruded cross-
linked polyethylene or ethylene propylene
rubber insulation for rated voltages from
3800/6600 V up to 19 000/33 000 V

Specification for armoured cables for
electricity supply having thermosetting
insulation with low emission of smoke and
corrosive gases when affected by fire
Specification for elastomer-insulated cables
for fixed wiring in ships

The glands are also suitable for use with certain cables of
generally similar type not included in these British
Standards.

A locknut is not regarded as part of a cable gland.
Locknuts are therefore outside the scope of this standard.

BS 6346

BS 6480

BS 6500

BS 6622

BS 6724

BS 6883*

NOTE 1. The information to be supplied by the purchaser when
ordering is given in appendix A,

NOTE 2. The titles of the publications referred to in this standard
are listed on the inside back cover,.

2 Definitions

NOTE. See figure 1.

For the purposes of this Part of BS 6121, the definitions
given in BS 4727 : Part 2 : Group 08 apply, together with
the following.

*The glands covered by this Part of BS 6121 will not necessarily comply with the tests for watertightness required foi ships™ 1513 i

2

2.1 cable gland. A device designed to attach and secure the
end of a cable to the equipment by means suitable for the
type and description of cable for which it is designed,
including provision for maKing electrical connection to the
armour or braid and lead or aluminium sheath of the cable,
if any.

NOTE. Type A glands may also be used for sealing cables passing
through bulkheads or gland plates.

2.2 mechanical cable gland. A cable gland in which the
cable is secured and any necessary electrical continuity is
provided by mechanical means, without a plumber’s wiped
joint,

2.3 sealed gland. A gland having a seal so constructed as
to exclude dust and water under the conditions prescribed
in appendix F (IPG6 test).

2.4 threaded fixing component. The part of a cable gland
designed for attaching it to the casing of the apparatus to
which the cable is to be connected. It is provided with an
external thread which either engages in a similarly threaded
hole in the casing of the apparatus, or is inserted through a
plain hole in the casing and secured by means of a locknut
inside the casing.

2.5 inner sheath of a cable. That sheath to which it may
be required to establish an internal seal or bond.

NOTE. In some British Standards this component is referred to as
the bedding or inner covering.

2.6 outer sheath of a cable. An elastomeric or plastics
envelope applied to the outside of an electric cable.

2.7 protrusion. The distance which the gland protrudes
outside the apparatus casing when the gland is assembled
with the largest cable for which it is designed, and with
each hexagonal component tightened to the proof torque
specified in the appropriate table.

2.8 insulated adaptor. A component which provides
electrical insulation between the gland and the casing of the
appliance. In addition it may cater for a change of thread
type, size or material between the gland and the appliance.

3 Types of gland

The basic designations of the glands are as follows.

Type A1. For unarmoured cable with an elastomeric or
plastics outer sheath, where the function of the gland is
to secure the outer sheath of the cable.

Type A2. As type A1, but with an IP66 seal between
the outer sheath and gland.

Type A3. As type A1, but with an electrical bond for
the metallic inner sheath.

Type A4. As type A2, but with an electrical bond for
the metallic inner sheath.

Type B. For armoured or wire braided cable, where the

function of the gland is to secure the armour or metallic ‘
braid and to provide electrical continuity between such
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NOTE. This figure illustrates the terms used in this standard and does not represent an actual design.

Figure 1. General construction of mechanical cable gland

armour or braid and the threaded fixing component of
the gland.

of protection for which the gland is suitable. The suffix

- for each type of protection shall be as follows.

Type C. For armoured or wire braided cable with Single wire armoured w
elastomeric or plastics outer sheath. As type B,  but with Pliable wire armoured flexible T
an P66 seal between outer sheath and gland. Wi dod X
Type D1. For armoured or wire braided cable with an Ire t.)rz.u € .

extruded elastomeric or plastics inner sheath. As type B, Aluminium strip armoured Y
but with an IP66 seal between the inner sheath and Double steel tape armoured Z

threaded fixing component.

Type D2. As type D1, but with an electrical bond for
the metallic inner sheath.

Type E1. For armoured or wire braided cable with an
extruded elastomeric or plastics inner sheath and
elastomeric or plastics outer sheath, As type B, but with
IP66 seals between the outer sheath and gland and
between the inner sheath and threaded fixing -
component,

Type E2. As type E1, but with an electrical bond for
the metallic inner sheath.

If a gland is suitable for more than one type of protection,
all of the relevant suffixes shall be used.

NOTE 1. The followmg are examples of type designations.

Type A2. A gland for unarmoured cable, with an IP66 seal
between the outer sheath and gland.

Type BW. An armour clamp without a watertight seal, for
single wire armoured cable.

Type CT. A gland for pliable wire armoured flexible cable, with
an [PG6 seal between the outer sheath and gland.

Type E2X. A gland for wire braided cable with an electrical
bond for the metallic inner sheath.

NOTE 2. Glands containing inner seals are onlylintended for use on

Glands of type B, C, D1, E1 and E2 suitable for armoured
or wire braided types of protection shall be identified by a
suffix, added to the type designation, to indicate the type

extruded inner sheaths.
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4 Sizes of gland

The size designations, of which there are 12, and the range
of sizes for each type are shown in tables 1 to 6, the suffix
‘S’ denoting smailer bore.

5 Marking

An appropriate part of the gland shall be legibly and
permanently marked with the following particulars:

(a) the number of this standard, i.e. BS 6121 : Part 1*;
{b) the size designation of the gland (see clause 4);

(c) whenever possible, the type of the gland and the
appropriate suffix (see clause 3).

Where appropriate the outer packaging of the gland shal! be
marked with an ‘R’ to indicate the inclusion of a compound
seal.

6 Materials and construction (see figure 1)

6.1 Materials

All parts of the gland, except sealing devices, insulated
adaptors and skid washers shall be made of metal in
accordance with the appropriate British Standard.

Glands to be used with aluminium sheathed or aluminium
armoured cables shall be manufactured from a material
which will ensure freedom from corrosion arising from
electrolytic action.

NOTE, It is important to select a basic material and a finish which
are suitable for the situation in which the giand is to be installed.

Gland materials should be compatible with the sheathing and
armour materials,

6.2 Construction

6.2.1 General. Those parts of the gland that have to be
tightened or held during installation shall be hexagonal or
have hexagons formed on them.

All externally projecting edges and corners of gland
components shall be chamfered to reduce the danger of
injury in handling or after installation, but chamfering of
hexagonal parts shall be such that 7.5 is complied with.
Internal edges shall be chamfered to prevent damage of the
cable.

Each gland shall be capable of being attached to and
earthed to the appropriate apparatus through a single
circular hole of the appropriate diameter. The clamping
of cable armour shall be achieved by means of parts
concentric with the cable, without the use of

auxiliary bolts, clamps or clips.

NOTE. Provision of an earth bond attachment is not applicable to

type A1 and A2 glands. The earth bond size needs to be stated
when ordering (see appendix A).

*Marking BS 6121 : Part 1 on or in relation to a product represents a manufacturer’s declaration of conformity, i.e. a claim by
of the manufacturer that the product meets the requirements of the standard. The accuracy of the claim is therefore eolelv the
of the person making the claim. Such a declaration is not to be confused with third party certification of conformity, |
desirable.
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Skid washers shall be incorporated in the design where
rotatable portions of the gland would otherwise be in
immediate contact with non-metallic seals. o
The face of the gland which is to be clamped against the
apparatus casing shall be machined normally to the axis of
the gland,

6.2.2 Earth bond attachment, If an earth bond attachment
is to be included, the gland shall be provided with a means
of connecting to it a flexible stranded or strip earth bond.
This earth bond attachment shall be such that the
connection can be made at any position around the gland

* external to the casing of the apparatus to which the gland

is attached. Adequate electrical continuity shall be ensured
between the earth bond attachment, the body of the gland,
the threaded fixing component and the armour of the
cable, compliance being checked in accordance with 8.5.

6.2.3 Sealing devices. Sealing devices, except where a bond
has to be made onto a metallic sheath, shall consist of an
oil resistant elastomeric compound or compound seal
complying with 8.6. If a metal-to-metal seal of any design

is used with a metallic sheath, it shall comply with 8.6.
When used with a gland and cable of the appropriate size,
the sealing device shall not damage the insulation or sheath
of the cable. Compliance shall be checked by visual
examination,

7 Dimensions

7.1 Threaded fixing component

7.1.1 Thread. The thread on the threaded fixing )
component shall be the 1SO metric thread in accordance
with BS 3643 for all sizes of gland.

NOTE. This Part of BS 6121 may be used as a guide for test and

construction requirements for glands having other thread forms
based on international standards.

The nominal size of the thread shall be one of the values
given in tables 1 to 6.
7.1.2 Length. The length of thread on the threaded fixing

component shall be not less than the appropriate value
given in tables 1 to 6. The thread shall have no undercut.

7.2 Bore

The bore diameter of the threaded fixing component shall
be in accordance with tables 1 to 6, as appropriate, subject
fo a tolerance of +0.3 mm for glands of conduit size 26 mm
and below and a tolerance of +0.5 mm for glands of
conduit size 32 mm and above.
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