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National foreword

This Part of this British Standard, published under the
direction of the Refrigeration, Heating and Air
Conditioning Standards Committee, is identical with

1ISO 1992 ‘Commercial refrigerated cabinets — Methods of
test — Part V : Water vapour condensation test’ published
in 1974 by the International Organization for
Standardization (1SO).

The United Kingdom has taken part in the preparation of
the international standard through Subcommittee 7 of
Technical Committee 86, Refrigeration.

This Part, together with the other Parts of this standard,
will comprise all the methods of test for commercial
refrigerated cabinets. The specification for these cabinets
will be the revised edition of BS 3053*. When this revised
edition is published BS 3053 : 1971 and BS 3918 : 1968
will be withdrawn.

Other Parts of BS 6148 currently published are as follows:

Part 1 Calculation of linear dimensions, areas and
volumes,

Part 2 General test conditions,
Part 3 Determination of temperature,
Part 4 Defrosting test,

*In course oi preparation.
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Part 6 Electrical energy consumption test,
Part 8 Test for accidental mechanical contact.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is especially drawn to the
following.

Where the words ‘International Standard’ appear, referring
to this standard, they should be read as ‘British Standard’.
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BS 6148 : Part 5 : 1981

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the procedure for a
water vapour condensation test for commercial refrigerated
cabinets intended for the sale and/or display of food
products when tested in the same conditions as those
specified for the temperature and defrosting tests (see Parts
Iiand I1V).

2 PROCEDURE

During the whole of the temperature and defrosting tests
note the location, extent and duration of the condensation
as well as the time of its occurrence during the cycle. Take
special note of the location where water from condensation
is in direct contact with or may have dripped onto the
stored product.

3 TEST REPORT

The test report shall include the following information :

a) statement of each test room climate together with
recording(s) of the appropriate RH for which the cabinet
is intended and for which it has been tested;

b) method used to detect the presence of water vapour
condensation;

c) observation regarding water vapour condensation on
cabinet surfaces and the time of occurrence during the
cycle;

d) sketches showing the location and extent of water
vapour condensation.
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