This Standard is confirmed.
See the BSI Catalogue for details. BS6157:19 90

January 1998

UDC [677.072.6 : 687.023] : 677.494

British Standard Specification for

Industrial sewing threads made wholly
or partly from synthetic fibres

Fils & coudre industriels fabriqués uniquement ou en partie a partir de fibres synthétiques —
Spécifications

Industrie-Nahzwirn ganz oder teilweise aus Kunstfasern

C

'"L" |

Lo octimant Sharing Bl

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

1 b
e —————————  British Standards

Full document details: BS 6157:1990


http://www.avadocuments.com/doc/bs-6157-1990
http://www.avadocuments.com/doc/bs-6157-1990

BS 6157 : 1990

Foreword

This British Standard has been prepared under the direction
of the Textiles and Clothing Standards Policy Committee
and is a revision of BS 6157 : 1981, which is withdrawn.
The principal changes included are that several thread types
no longer in use have been deleted and some additional
designations, e.g. of polyester/polyester core spun threads,
have been added.

In this revision, the thread designations are calculated by
the method described in BS 4134 : 1983, which is currently
under revision.

Assessed capability. Users of this British Standard are
advised to consider the desirability of assessment and
registration of a supplier’s quality systems against the
appropriate Part of BS 5750 by a third party certification
body.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 6157 : 1990

Specification

1 Scope

This British Standard specifies requirements for industrial
sewing threads containing synthetic material. It deals with
industrial synthetic sewing threads made from the following
substrates and combinations of substrates:

(a) continuous filament polyester;

(b) staple fibre polyester;

(c) air-jet textured polyester (see 2.1);

(d) false twist textured polyester (see 2.3);

(e) continuous filament nylon 6.6;

(f) staple fibre and continuous filament aramid;

(g) false twist textured nylon 6.6;

(h) polyester and cotton core spun (continuous filament
polyester core, cotton sheath) (see 2.2);

(i) polyester and polyester core spun (continuous
filament polyester core, staple spun polyester sheath)
(see 2.2).

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this British Standard, the following
definitions apply.

2.1 air jet textured*. Threads made from the consolidation
of continuous filament component yarns produced by
controlled overfeeding in a turbulent air stream.

2.2 core spun. Threads made from yarns produced at the
spinning frame by feeding a filament yarn through the
delivery rollers simultaneously with the spinning of a staple
material.

* This definition is based on that given in ‘Textile Terms and Definitions’, published by the Textile Institute and available fr

2.3 false twist textured*. Threads made from continuous
filament yarns which have been subjected to a texturing
process of highly twisting, heat setting in the twisted state
and then untwisting.

2.4 sewing thread. A structure of fibres or filaments
produced by any of a variety of techniques such that the
cohesive whole can withstand the mechanical operation of
sewing.

NOTE. Processes such as spinning, twisting, braiding, bonding,
false-twist or air jet texturing, etc. (used either individually or in
combination) are employed to attain the necessary consolidation
of fibres or filaments required in a sewing thread. An appropriate
finish or lubricant may be added to facilitate sewing.

3 Manufacture and physical requirements

3.1 Threads shall comply with the appropriate require-
ments of tables 1 to 3. The tables show the main ticket
numbers available to the trade but other ticket numbers
may be available for which the breaking strength
requirements shall be obtained by interpolation from tex
values.

3.2 The maximum laundry shrinkage of the threads,
excluding false twist (textured) threads, shall be 1 % for
sewing threads for garments when tested in accordance
with the method described in appendix A.

3.3 The colour fastness of general purpose threads for use
in the garment trade shall be not lower than those specified
in table 4.

NOTE 1. Threads should be reasonably free from knots and other
defects.

NOTE 2. Threads should have the uniformity of thickness,
construction and component ply tension that is required for use on
the appropriate types of sewing machines.

NOTE 3. Different finishes, such as soft and glacé core spun,
unbonded or bonded continuous filament nylon, etc., may also be
available for specific uses.
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