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This code of practice represents a standard of good practice and takes the form of recommendations. Compliance with it
does not confer immunity from relevant legal obligations. In particular, attention is drawn to the Gas Safety Regulations
and the Building Regulations of England and Wales, of Scotland and of inner London.

Foreword

This British Standard code of practice is a revision of CP 334 : Part 1 : 1962, which is therefore withdrawn. In the
preparation of this standard the opportunity has been taken to express the values in metric (SI) units in accordance with
the British Standards Institution’s programme of metrication. Wherever possible rounded metric values have been chosen.

Documen



http://www.avadocuments.com/doc/bs-6172-1982
http://www.avadocuments.com/doc/bs-6172-1982

BSI BSxbl72 42 MM 1b24bb9 0294301 S N

BS 6172 : 1982

British Standard Code of practice for

Installation of domestic gas cooking appliances

(2nd family gases)

Section one. General

1. Scope

This code of practice is concerned with the selection and
installation of gas™ cooking appliances of the type used in
domestic premises.

Attention is drawn to the fact that many of the practices
recommended in this code are obligatory under the Gas
Safety Regulations 1972 and, therefore, persons using the
code should be fully conversant with these Regulations.

2. References

The titles of the standards publications referred to in this
code are listed on page 5.

3. Definitions

For the purposes of this code the definitions given in

BS 1179 : Part 6 apply, together with those given in

BS 1179 : 1967 that have not been superseded by Part 6.
The following terms and definitions have been extracted
from BS 1179 : Part 6.

3.7 appliance flexible connection. A pipe withappropriate
connector ends, designed to have a considerable degree of
flexibility to facilitate the connection of an appliance to an
installation pipe and allow the appliance to be moved a
short distance without the need for disconnection.

3.2 cooker. A composite appliance comprising an oven or
ovens, a hotplate and, normally, a grill designed for
domestic use.

3.3 grill {(griller). An appliance for cooking food by means
of radiant heat.

3.4 hotplate (hob). An assembly of two or more burners
over which cooking vessels may be heated.

3.5 open-type hotplate. A hotplate incorporating
detachable pan supports on which the cooking vessels stand
and are heated by direct contact of flames and hot
combustion products.

3.6 oven. An appliance for baking and roasting.

3.7 plug and socket connector. A two-part valve used in
conjunction with an appliance flexible connection, The
plug is attached to the inlet end of the flexible connection
and the socket is attached to the installation pipe. The
socket incorporates a valve that opens as the plug is

inserted and closes as it is removed. During insertion, the
plug is rotated and is locked in position by spring action.

4. Exchange of information and time schedule

The site for an appliance should be chosen with due regard
to the location of gas and electricity supply connections
(see clauses 10 and 11).

If the appliance is to be part of a built-in arrangement,
cooperation between all concerned in the installation of the
appliance and its surrounding furniture is essential,
particularly at the planning stage (see 5.1).

The provision of adequate ventilation and the prevention of
condensation in the kitchen should be considered at the
planning stage (see section four).

B. Materials, components and appliances

5.1 Materials and components. Reference should be made
to BS 1195 if the appliance is to form part of a built-in
arrangement.

5.2 Appliances. The appliance selected should comply with
the requirements of BS 5386 : Part 3 (EN 30), BS 5258 :
Part 2 and BS 1250 : Parts 1 and 2 where relevant. |t should
be suitable for use with the gas supplied by the local gas
undertaking.

Section two. Selection of appliances

6. Types of appliance available

Separate units for particular functions (ovens, hotplates and
grills) are available, usually intended for building into an
integrated kitchen layout but, in most domestic premises,
composite appliances such as the cooker are generally used.
There is considerable variety in the size and design of gas
cooking appliances, sufficient to meet all domestic
requirements.

Specialist advice should be sought when selecting appliances,
e.g. from the local gas undertaking.

7. Capacity of appliances

The cooking capacity of the appliance(s) chosen should be
adequate for the full requirements of the household and
also for occasional extra demands. A standard size cooker is
adequate to cater for a family of up to six people.

*Gas according to BS 1179 (in course of revision) is normally supplied to the public by a utility undertaking |D<eﬁ mP
requirements. The provisions of this code apply to installations supplied with 2nd family gases, inciudiig mixtures o lque gas (

and air, distributed by a gas undertaking.
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