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Cooperating organizations

The Mining and Quarrying Requisites Standards Committee, under whose
direction this British Standard was prepared, consists of representatives from
the following:

Association of British Mining Equipment Companies®

Association of Mining Electrical and Mechanical Engineers

British Electrical and Allied Manufacturers’ Association (BEAMA)*
British Quarrying and Slag Federation

Council for Electrical Equipment for Flammable Atmospheres (BEAMA)*
Engineering Equipment Users Association

Health and Safety Executive*

Institute of Quarrying

Institution of Mechanical Engineers

Institution of Mining and Metallurgy

Institution of Mining Engineers

Mechanical Handling Engineers Association

National Coal Board*

National Union of Mineworkers*

The organizations marked with an asterisk in the above list, together with the
following, were directly represented on the Technical Committee entrusted
with the preparation of this British Standard:

National Association of Colliery Overmen, Deputies and Shotfirers (NACODS)
Coopted member

This British Standard, having
been prepared under the
direction of the Mining and
Quarrying Requisites
Standards Committee, was
published under the authority
of the Board of BSI and comes

into effect on Amendments issued since publication
30 September 1982

© BSI 07.1999 Amd. No. | Date of issue | Comments

4784 February 1985 | Indicated by a sideline in the margin
The following BSI references
relate to the work on this
standard:
Committee reference MQE/25
Draft for comment 80/72154 DC
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