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Cooperating organizations

The Plastics Standards Committee, under whose direction this British
Standard was prepared, consists of representatives from the following:

British Plastics Federation®

British Resin Manufacturers’ Association

Chemical Industries Association

Department of Industry (Chemicals and
Textiles)

Department of the Environment (PSA)*

Department of the Environment (Building
Research Establishment)

Department of Trade (Metrology, Quality
Assurance, Safety and Standards Division)

Electrical and Electronic and Insulation
Association (BEAMA)

Electrical Installation Equipment
Manufacturers’ Association (BEAMA)

Engineering Equipment Users’ Association*

Era Technology Ltd.

Institution of Production Engineers

Ministry of Defence

Plastics and Rubber Institute*

Post Office

Royal Institute of British Architects*

Rubber and Plastics Research Association of
Great Britain

Society of Chemical Industry

Society of Motor Manufacturers and
Traders Limited

The organizations marked with an asterisk in the above list, together with the
following, were directly represented on the Technical Committee entrusted
with the preparation of this British Standard:

British Chemical and Dyestuffs Traders’
Association

British Gas Corporation

British Valve Manufacturers’ Association Ltd.

Copper Tube Fittings Manufacturers’
Association

Department of the Environment (Housing
and Construction)

Electricity Supply Industry in England and
Wales

Institute of Plumbing

Institution of Civil Engineers

Institution of Municipal Engineers

Institution of Public Health Engineers

Institution of Water Engineers and Scientists

National Association of Plumbing, Heating
and Mechanical Services Contractors

National Water Council
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Water Companies Association

Water Research Centre
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Foreword

This British Standard has been published under the direction of the Plastics
Standards Committee. It specifies the requirements for solvent cement for use in
jointing thermoplastics pipes and fittings other than those made from
polyethylene or polypropylene in non-pressure applications.

In drawing up this standard consideration has been given to the discussions being
held within Technical Committee 138 of the International Organization for
Standardization (ISO) in which the UK has taken an active part. However, the
international work is not yet at the stage of a draft proposal.

As the evaluation of shear strength, given in Appendix A, is by its nature
comparative the test is carried out on unplasticized polyvinyl chloride test pieces.
The performance of the cement/pipework joints in service is proven by an elevated
temperature cycling test detailed in Appendix C.

Attention is drawn to BS 4346-3 which specifies solvent cement for use with joints
and fittings used with unplasticized PVC pressure pipes and which is also used
with pipe and fittings complying with the requirements of BS 5481.
Certification. Attention is drawn to the certification facilities described on the
inside back cover of this standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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