BS 6219:1988
ISO 5223-1983

UDC 633.1:664.7:621.928.2

Confirmed
- APR 1993

British Standard Specification for

Test sieves for cereals

Spécification pour tamis de controle pour céréales

Spezifikation fiir Priifsiebe fir Getreide

o
‘
Lo Xy

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

e —————————————— BritiSh Standards

Full document details: BS 6219:1988


http://www.avadocuments.com/doc/bs-6219-1988
http://www.avadocuments.com/doc/bs-6219-1988

BS 6219 : 1988

Contents
Page

National foreword Inside front cover Table Page
Committees responsible Back cover Characteristics of seven test sieves with long

rounded apertures and linear perforations 3
Specification
0 introduction 1 Figures
1 Scope and field of application 1 1 Apertures of test sieves with long rounded
2 References 1 apertures — Linear arrangement 3
3 Definitions 1 2 Apertures of test sieves with round apertures —
4 Apparatus 2 Staggered arrangement 3

National foreword

This British Standard has been prepared under the direction of the Food and Agriculture Standards Committee as a
revision of BS 6219 : 1981 which is withdrawn. It is identical with 1SO 5223-1983 ‘Test sieves for cereals’ published by
the International Organization for Standardization {(ISO) and in the preparation of which the United Kingdom played a
full part.

The change since the 1981 edition is the addition of a sieve with aperture width 1.70 mm.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references. There are no corresponding British Standards for 1SO 683/13-1986, 1SO 2395-1972, ISO 2591-1973

and 1SO 3310/2-1982. The Technical Committee has reviewed the provisions of these standards, to which reference is
made in the text, and has decided that they are acceptable for use in conjunction with this standard.

Related British Standards for 1SO 683/13-1986, 1SO 2691-1973 and 1SO 3310/2-1982 are BS 1449 ‘Steel plate, sheet and
strip’ Part 2 : 1983 ‘Specification for stainless and heat-resisting steel plate, sheet and strip’, BS 1796 : 1976 ‘Method for

test sieving’ and BS 410 : 1986 ‘Specification for test sieves’, respectively. At present there is no related British Standard

for 1SO 2395-1972.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard Specification for

Test sieves for cereals

0 Introduction

The commercial value of a lot of cereals is affected by the
presence of undesirable substances. The amount of these
substances in a sample is measured by carrying out various
separating processes, of which the principal one is test sieving.

The test sieving procedure is carried out in conditions deter-
mined by commercial practice, contracts or official regulations,
with little accuracy. Consequently, more often than not, the
only dimensions given for test sieves are the diameter or the
width of the apertures in the perforated plate. The other
features of test sieves are not normally specified, despite their
effect on the results.

Therefore, this International Standard describes those test
sieves most frequently used in commerce, that is :

a) test sieves with long rounded apertures of widths 1,00
and 3,55 mm, used for separating substances whose
smallest dimensions differ greatly from those of the cereal
under consideration;

b} test sieves with long rounded apertures of widths
1,70 — 1,80 — 1,90 — 2,00 and 2,24 mm, used in particular
for separating ‘“‘shrivelled’’ kernels from rye, durum wheat,
common wheat and barley;

c) test sieves with round apertures of diameter 4,50 mm,
used for separating broken grains from maize.

1 Scope and field of application

This International Standard specifies requirements for test
sieves to be used for the laboratory determination of
undesirable substances present in a sample of cereals and
which pass through test sieves of the following nominal
aperture sizes :
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a) test sieves with long rounded apertures :

1,00 mm x 20,0 mm,
1,70 mm x 20,0 mm,
1,80 mm x 20,0 mm,
1,90 mm x 20,0 mm,
2,00 mm x 20,0 mm,
2,24 mm x 20,0 mm,
3,56 mm x 20,0 mm;

b) test sieves with round apertures :
diameter 4,50 mm.
This International Standard does not apply to test sieves used
for testing grain for insect infestation.
2 References

1SO 683/13, Heat-treated steels, alloy steels and free-cutting
steels — Part 13 : Wrought stainless steels.

ISO 2395, Test sieves and test sieving — Vocabulary.

1SO 2591, Test sieving.

IS0 3310/2, Test sieves — Technical requirements and testing
— Part 2 : Test sieves of metal perforated plate.

3 Definitions

For the purpose of this International Standard, the definitions
given in ISO 2395, and in particular the following, apply.

3.1 sieve : An apparatus for the purpose of sieving, con-
sisting of a sieving medium mounted in a frame.
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