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Foreword

This British Standard has been prepared under the
direction of the Elements and Components (of Diverse
Materials) for Buildings Standards Committee to facilitate
the planning of kitchens on a co-ordinated basis, with units
and appliances arranged to suit the need of the individual
user. The dimensions of this standard should be adopted
when equipment is being designed. -

This standard is issued in Parts. Further Parts will deal with
performance and test methods for built-in kitchen units
and for service zones, following consideration of these
topics by the International Organization for
Standardization (1SO).
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Part 1 of this standard supersedes the relevant clauses of
BS 1195 : Parts 1 and 2 dealing with dimensioning, which
are deleted by amendment. BS 1195 : Parts 1 and 2 will be
withdrawn on publication of Part 3 of this standard.

The recommendations for the co-ordination of dimensions
in buildings are given in BS 4011 and PD 6444 : Part 2.
Attention is also drawn to 1SO 5731, {SO 3055 and

ISO 5732. Consideration has been given to these
international standards while preparing this British
Standard. As the UK did not agree with some aspects of
the latter two they have not been adopted in their entirety.
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AMD 4804
Amendment No. 1

published and effective from 29 March 1985
to BS 6222 : Part 1: 1982
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Corrections
AMD 4804 Clause 4.5 Toe recess
March 1985 Delete the existing clause and substitute the following.

‘4.5 Toe recess. All floor mounted units shall be provided
with a toe recess of height 150 mm (in the case of a

900 mm work-top) or 100 mm (in the case of an 850 mm
work-top) and a minimum width of 50 mm.’

AMD 4804 Figure 2. Co-ordinating dimensions of openings for built-in appliances

March 1965 Delete the existing figure, but retain the notes and title, and substitute the following.
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In line 1 of the note delete ‘recommended’ and substitute ‘specified’.
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