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Foreword

This Part of BS 6222 has been prepared under the direction
of the Elements and Components {of Diverse Materials) for
Buildings Standards Committee. It gives the performance
requirements of the surface finish of kitchen unit worktops
and other surfaces when subjected to a number of tests that
simulate normal use and minor accidents likely to occur in
a domestic kitchen. The adhesion of the surface finish to its
substrate and the adhesion of worktop lippings are also
specified.

Although the sealing of the underside and uncovered edges
of worktops is not specified, it is recommended that where
moisture resistance is required the underside and uncovered
edges are sealed with lacquer, adhesive or a backing
laminate or foil.

For details of the tests and subjective procedures for assess-
ing the results, reference should be made to the refevant
standards. Descriptions of performance ratings specified
in this Part of BS 6222 are given in appendix A.
Other Parts of BS 6222 are as follows:
Part 1 Specification for co-ordinating dimensions
*Part 2 Specification for strength requirements and
methods of test for fitted kitchen units
Part 4 Code of practice for protection, storage and
installation of kitchen units.
With the publication of BS 6222 : Parts 1 to 4, BS 1195 :
Parts 1 and 2 will be superseded and therefore withdrawn.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

*[n: preparation,
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BS 6222 : Part 3 : 1988
Specification. Section one

‘Section one. General

1 Scope

This Part of BS 6222 specifies performance requirements
for the durability of the following surface finishes for
fitted, domestic kitchen units:

(a) paint;

(b) lacquer;

{c) PVC;

(d) paper foil; and

(e) plastics laminate.

Performance requirements for the durability of worktops
surfaced with ceramic tiles, natural or synthetic marble or
similar materials are not specified.

Worktops are classified according to their surface and
lipping materials, if any.

NOTE. The titles of the publications referred to in this Part of
BS 6222 are listed on the inside back cover.

2 Definitions
For the purposes of this Part of BS 6222, the definitions

givenin BS 6222 : Part 1 apply, together with the following.

2.1 worktop. A panel, usually of a wood based material,
which may be shaped, complete with any surface finish,
to be fixed at the normal working height.

2.2 lipping. Strip of wood or other material with a

minimum thickness of 3 mm applied to the edge of a panel.

2.3 edging. Strip of material less than 3 mm thick applied
to the edge of a panel.

3 Classification of worktops

Worktops shall be classified in accordance with one of the
following types.
(a) Type 1: worktops with a plastics laminate top
surface and plastics laminate edging on one or more
edges.
NOTE. Type 1 worktops are generally made with a substrate
of a wood based material with a plastics laminate top surface
and a separate plastics laminate edging.
(b) Type 2: worktops with an integral plastics laminate
to the top surface and front edge.
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NOTE. Type 2 worktops are generally made with a substrate

of a wood based material with one or more curved edges covered
by a single plastics laminate, which foilows the contours of

the edge or edges. They are commonly referred to as ‘post-
formed' worktops.

(c} Type 3: worktops with a plastics [aminate top
surface and with a lipping of other material.

NOTE. Type 3 worktops are generally made with a substrate
of a wood based material with a plastics laminate top with a
lipping of solid timber or other material.

(d) Type 4: worktops of solid or laminated timber.

NOTE. Type 4 worktops are generally made of solid or glued,
laminated timber with no separate lipping or edging.

4 Sampies for testing

Samples representing each of the surfaces of the finished
product shall be provided for testing.

The size and quantity of samples submitted for test shall
be in accordance with the particular test requirements.

A description shall accompany each test piece and shall
include the following:

(a) for the substrate, the generic name, thickness and
any British Standard reference including the date of
publication, e.g. wood chipboard, 16 mm, type |
complying with BS 5669 : 1979, and

{b) for the surface, either of the following:
(1) if a paint of lacquer, a description of the coats,
the number of coats and the name of the manufac-
turer; or

{2) if a taminate or foil, the generic name,
the manufacturer and the adhesive used,

5 Marking

For each item for which compliance with this Part of
BS 6222 is claimed, the following information shall be |
available to the customer at all points of sale:

(a) a means of identifying the manufacturer;

{b) the number and date of this Part of BS 6222,
an indication that the marking refers to only the
surface finish and its adhesion, and, for worktops,
the worktop type number, e.g. ‘The surface finish
of this worktop and its adhesion complies with
BS 6222 : Part 3 : 1988 for type 2 worktops™’.

*Marking BS 6222 : Part 3 : 1988 on or in relation to a product represents a manufacturer’s declaration of conformity, i.e. a claﬁ by or
s

on behalf of the manufacturer that the product meets the requirements of the standard. The accuracy of the claim is therefore

responsibility of the person making the claim, Such a declaration is not to be confused with third party certification o' coriformity,
r—z%

which may also be desirable, H
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