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Foreword

This revision of BS 6231 has been prepared under the
direction of the General Electrotechnical Engineering
Standards Committee, It follows from the redefinition by
CENELEC (European Committee for Electrotechnical
Standardization) of the voltage designations for some
types of harmonized single-core PVC-insulated cables in
Harmonization Document HD 21. BS 6231 : 1978 is now
withdrawn,

Despite the fact that CENELEC has now agreed to a
600/1000 V rating for some cables of the types specified
in BS 6004 when installed inside equipment in protected
conditions, the electrical control gear industry has
requested continuation and revision of BS 6231, rather
than its withdrawal, because some requirements cannot
always be fulfilled by the use of cables complying with
other British Standards.

To meet the requirements of the electrical switchgear and
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controlgear industry, a new range of cables, types CR, CU
and CK, has been introduced for operation at a designated
temperature of 85 °C. These cables are dimensionally
similar to the existing types BR, BU and BK.

The opportunity has also been used to align types AU and
AK cables contained in this standard with those of

BS 4808 : Part 2,

Appendix A gives guidance on instaflation and operating
temperatures.

Cables complying with the requirements of this standard

also comply, for corresponding sizes, with the requirements y

of the corresponding classes of BS 4808, BS 6004 and '
BS 6500. Because of the more stringent requirements of

this standard, the converse is not necessarily true.

Certification, Attention is drawn to the certification

facilities described on page 9 of this standard.
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British Standard Specification for

PVC-insulated cables for switchgear

and controlgear wiring

1. Scope

This British Standard specifies requirements for single-core
non-sheathed cables, including flexible cables, used for the
wiring of switch, control, metering, relay and instrument
panels of power switchgear, and for such purposes as
internal connections in rectifier equipment and in motor
starters and controllers.

Attention is drawn to the ranges of cables in tables 1 and 3
of BS 6004 : 19765, in table 17 of BS 65600 : 1975 and also
in BS 4808 : Part 2. The revised voltage rating of cables in
table 1 of BS 6004 when installed inside equipment in
protected conditions should be noted. When appropriate,
these cables may be used in place of cables complying with
the specifications of this standard, but their less stringent
dielectric and other test requirements should be noted.

The types of cable specified in this standard are as follows.

Type Form of conductor Designated  Rated
temperature voltage

AU  Rigid, round, solid 70°C 60V
AK  Flexible 70°C 60V
BR Rigid, round,

stranded 70°C 600/1000 V
BU  Rigid, round, solid 70°C 600/1000 V
BK  Flexible 70°C 600/1000 V
CR Rigid, round,

stranded 85 °C 600/1000 V
CU  Rigid, round, solid 85°C 600/1000 V
CK  Flexible 85°C 600/1000 V

2. References

The titles of the standards publications referred to in this
standard are listed on the inside back cover.

3. Definitions

For the purposes of this British Standard the definitions
relating to electric cables given in BS 4727 apply.

4. Temperature ratings

The designated temperatures quoted are the temperatures
already assigned to the same materials in BS 6004,

BS 6141, BS 6500 and BS 6746. Under service conditions
the materials are within thermal limits provided the
combination of ambient temperature and temperature rise
due to load results in a conductor temperature not
exceeding the designated temperature.

NOTE. Attention is drawn to appendix A which gives guidance on
installation and operating temperatures.

5. Voltage designations

5.1 Types AU and AK cables shall be designated by the
rated voltage which is 60 V. They are intended for use
where the operating voltage to earth does not exceed 60 V.
They are suitable for wiring circuits which are tested with
direct current at a voltage not exceeding 500 V.

NOTE. Where the fault power is low and adequate mechanical
protection is provided, these types may be used at voltages higher
than 60 V by agreement bgtween the purchaser and the
manufacturer. !

5.2 Types BU, BR, BK, CU, CR and CK cables shall be
designated by the rated voltages U, and U expressed in the
form Uy /U, where U, is the power-frequency voltage to
earth for which the cable is designed, and U is the
power-frequency voltage between phase conductors for
which the cable is designed.

The rated voltage for these cables is 600/1000 V. These cables
are intended for use at alternating voltages not exceeding
600 V to earth, and direct voltages not exceeding 1000 V
to earth. They are suitable for wiring circuits for which the
prescribed alternating test voltage, when installed in the
equipment, does not exceed 4 kV r.m.s. for 1 min.

6. ldentification

6.1 All cables shall be identified by colour as listed in
tables 5, 6, 7, 8 and 9. The colour shall be either throughout
the whole of the insulation or on its surface.

6.2 For types AU and AK cables, the colours of bi-colour
combinations shall be uniform and the form shall be either
continuous helical marking or ring marking which, when
viewed from any side, shall be readily identifiable within
every 15 mm of length.

6.3 On types BU, BR, BK, CU, CR and CK cables marked
with the bi-colour combination green/yellow, the
distribution of these colours shall comply with the
following condition.

For every 15 mm length of core, one of the colours shall
cover at least 30 % and not more than 70 % of the surface
of the core, the other colour covering the remainder.
NOTE. The green and yellow colours when combined as specified
above, are exclusively recognized as a means of identification of
cables intended to be used for earthing or similar protection.

6.4 The colours of the cables shall be durable and easily
discernible,

Compliance shall be checked by the test described in
clause 13.
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7. Marking {not applicable to types AU and AK)

7.1 Types BU, BR, BK, CU, CR and CK cables shall be
provided with an indication of origin consisting of either
an identification thread or the continuous marking of the
manufacturer's name or trade mark. This marking may be
by printing, indenting or embossing.

7.2 |f coloured threads are used, the colours shall be in
accordance with those registered in PD 2379.

The colours of identification threads shall be easy to
recognize or shall become recognizable by cleaning with
petrol or any other suitable solvent, if necessary.

7.3 The designated temperature shall be indicated on
types CU, CR and CK cables in the following form:

HEAT RESISTING 85.
The marking shall be either by printing, indenting or
embossing, and shall be legible and easily discernible.
This marking may be combined with the marking specified
in 7.1.
7.4 Marking shall be regarded as continuous if the gap
between the end of one complete inscription and the
beginning of the next does not exceed 200 mm.
7.5 Any marking by printing shall be durable,

Compliance shall be checked by the test described in
clause 13.

8. Conductors

8.1 The conductors shall be circular, plain or tinned,
annealed copper conductors as specified in 8.2 to 8.5.
8.2 For type AU cables, the conductors shall be tinned
annealed copper conductors, The number and nominal
diameter of wires and the maximum resistance at 20 °C
shall comply with the appropriate requirements given in
table 1.

Table 1. Constructional details and maximum
resistance for small circular tinned annealed
copper conductors not included in BS 6360

Maximum resistance of
conductor at 20 °C

Number and nominal
diameter of wires

Nominal cross-
sectional area

mm? mm Q/km
0.2 1/0.60 92.2
0.28 1/0.60 64.1
0.5 1/0.80 36.0

8.3 For type AK cables, the conductors shall be tinned
annealed copper conductors. They shall comply with the
appropriate requirements of BS 6360 for class 5
conductors,

8.4 The conductors of types AU and AK cables shall
comply with the requirements for solderability when
tested in accordance with Test Ta, Method 1 : Solder bath
at 235 °C, of BS 2011 : Part 2.1T : 1981.

8.5 For all other types of cable, the conductors shall be
plain annealed copper complying with the appropriate
requirements of BS 6360 for class 1, class 2 or class 6
conductors.

9. Insulation

9.1 The insulation shall be PVC compound of the following
types as designated in BS 6746 and shall comply with the

appropriate requirements of that standard.

Types AU and AK cables: type 2 hard insulation, or
type T11 general purpose insulation.

Types BU, BR and BK cables: type T11 general purpos .
insulation.

Types CU, CR and CK cables, type b hard insulation.

Compliance shall be checked by carrying out the tests
indicated in the appropriate column of table 10.

9.2 The insulation shall be closely applied to the
conductor, It shall be possible to remove the insulation
easily without damage to the insulation itself, the conductor
or the tin coating, if any.

Compliance shall be checked by examination and by a
manual test,

9.3 For types AU and AK cables, the radial thickness of
insulation shall be not less than the appropriate minimum
value given in table 5.

For all other types of cable the mean value of thickness of
insulation shall be not less than the value specified for each
type and cross-sectional area of cable in tables 6, 7, 8 and
9. The thickness at any measured place may be less than
the mean value specified, but the difference shall not
exceed 0.1 mm + 10 % of the mean value specified.

Compliance shall be checked by the test method described
in 11.1.

10. Constructioh and overall dimensions

10.1 The construction shall be as given in tables 5, 6, 7, 8
or 9, as appropriate. Compliance shall be checked by
examination and by measurement.

10.2 The mean overall diameter shall not exceed the
appropriate upper limit given in table 5, 6, 7, 8 or 9,
Compliance shall be checked by the method described
in 11.2.

11. Dimensional test methods

11.1 Measurement of insulation thickness. Take one
sample of cable from each of three places, separated by at
least 1 m. Withdraw the conductor, taking care not to
damage the insuiation.

Cut the insulation with a sharp knife along a plane
perpendicular to the axis of the conductor, and place it
under a measuring microscope or in a profile enlarger of at
least x10 magnification, the plane of the cross section being
perpendicular to the optical axis.

The measurements shall be accurate to within 0.01 mm.
Measurements taken with a microscope shall be the
reference method used in case of dispute.

Make six measurements of radial thickness on each piece of
insutation at places where the insulation is thin, i.e. between
the ridges caused by the strands, and as far as possible
equally spaced around the circumference. In.all cases, the
first measurement shall be made at the place where the
insulation is thinnest (see figure 1). :
Calculate the mean of the 18 values obtained on the three
pieces of insulation to two decimal places and then round
off as follows, and take this as the mean value of insulation
thickness (see 9.3).

If the calculation gives 5 or more for the second decimal
figure, the first decimal figure shall be raised to t
number; thus, for example, 1.74 shall bz roiinded
and 1.76 to 1.8.
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