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Foreword
This British Standard has been prepared under the direction  other countries, is not expected to be available before 1983.
of the Light Electrical Engineering Standards Committee. The content of this British Standard closely follows the
It is related to IEC Publication 623 issued by the proposals so far established for the revision of IEC
International Electrotechnical Commission in 1978. Publication 623.
The United Kingdom voted against approval of this This standard will be revised, if necessary, when the new
publication. IEC Publication 623 has been completed.

The proposed new edition of IEC Publication 623,
which should remove the text objected to by the UK and
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AMD 4386
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Amendment No. 1
published and effective from 31 October 1983
to BS 6260 : 1982

Specification for open nickel-cadmium
prismatic rechargeable single cells

——

Additional and revised text

AMD 4386 Contents

October 1983 In the title of clause 14, delete ‘in cycles'.
AMD 4386 Clause 13. Charge acceptance
October 1983

Insert new subclause heading below the clause heading as follows:

‘13.1 Charge acceptance, current limit of 0.2C5; A for 7 h
to8h.'

Insert new subclause 13.2 as follows:

’13.2 Charge acceptance, current limit of 0.1Cs A for 24 h.
After being charged and discharged in accordance with 11.1
at 0.2C5 A to an end voltage of 1.0 V, the cell shall be
charged at a constant voltage as given in table 3. The charge
current shall be limited to a maximum of 0.1Cs A at an
ambient temperature of 20 * 5 °C. The duration of charge
shall be 24 h £ 15 min. Immediately’ afterwards the cell
shall be discharged at a current of 0.2C5 A in accordance
with 11.1, the duration of discharge shall be not less than
3 h 45 min to an end voltage of 1.0 V.’

AMD 4386 Clause 14. Endurance in cycles

October 1983 Delete ‘in cycles’ from the clause heading.

Insert new subclause heading below the clause heading as follows:
‘14.1 Endurance in cycles’.
Insert new subclause 14.2 as follows:

‘14.2 Stand-by endurance, current limit of 0.1C5 A for
12 months. After being charged and discharged in
accordance with 11.1 at 0.2C5 A to an end voltage of
1.0 V, the cell shall be charged at a constant voltage as

given in table 3. The charge current shall be limited to a
maximum of 0.1C5 A at an ambient temperature of

20+ 5°C.

The duration of charge at constant voltage shall be

12 months * 5 days. Immediately after completion of charge
the cell shall be discharged at a current of 0.2C5 A to an

end voltage of 1.0 V. The duration of discharge shall be not
less than 4 h 15 min.

Documents

Document Sharing Hub

Full document details: BS 6260:1982


http://www.avadocuments.com/doc/bs-6260-1982
http://www.avadocuments.com/doc/bs-6260-1982

Documents

Document Sharing Hub

Full document details: BS 6260:1982


http://www.avadocuments.com/doc/bs-6260-1982
http://www.avadocuments.com/doc/bs-6260-1982

