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Foreword

This part ofbeen prepared by subcommittee B/520/4. It partially
supersedes [BS 6262:1982, which will be withdrawn upon publication of all seven
parts of the newly revised and restructured .

BS 6262:1989 is being revised and also restructured to simplify its use and will
be published in seven parts:

— Part 1: General methodology for the selection of glazing;

— Part 2: Code of practice for energy, light and sound;

— Part 3: Code of practice for fire, security and wind loading;
— Part 4: Code of practice for safety related to human impact;
— Part 5: Code of practice for frame design considerations;

— Part 6: Code of practice for special applications;

— Part 7: Code of practice for the provision of information.

Recommendations for standards of workmanship for glazing have been published
separately in [BS 8000-7 and therefore this subject is not dealt with in this
standard.

Since the correct selection of materials to be used in glazing for buildings depends
on many factors, the recommendations in this part of should be used in
conjunction with those in the other parts.

As a code of practice, this British Standard takes the form of guidance and
recommendations. It should not be quoted as if it were a specification, and
particular care should be taken to ensure that claims of compliance are not
misleading.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

In particular, attention is drawn to the following statutory regulations:
a) the Building Regulations 2000 [2];
b) the Building Regulations (Northern Ireland) 2000 [3];
¢) the Building Standards (Scotland) Regulations 2004 [4].

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 10, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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1 Scope

This part of gives recommendations for the provision of information required to ensure a
successful glazing installation.

These recommendations do not apply to:
a) patent glazing (see );
b) glass in non-vertical applications (see );
¢) glazing for furniture and fittings (see [BS 7376 and [BS 7449);
d) glazing for commercial greenhouses (see );
e) glazing for domestic greenhouses.

Recommendations for standards of workmanship for glazing have been published separately in [BS 8000-
and therefore this subject is not dealt with in this standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

BS 952-1, Glass for glazing — Part 1: Classification

SMM?7, Standard method of measurement of building works, 7th edition. Berkshire: Royal Institute of
Chartered Surveyors, 1998.

3 Terms and definitions
For the purposes of this part of , the following terms and definitions apply.

3.1
glazing (noun)
glass or plastics glazing sheet material for installation into a building

3.2
glazing (verb)
action of installing glass, or plastics glazing sheet material, into a building

3.3
pane
single piece of glass or plastics glazing sheet material, in a finished size ready for glazing

3.4
plastics glazing sheet material

plastics materials in the form of a single sheet, or a combination of sheets laminated together, or an
extruded multi-wall sheet

3.5

sight size

dimensions of the opening which, when glazed with a transparent or translucent material, admits light
NOTE See Figure 1.

3.6

tight size

dimensions of the rebated opening

NOTE 1 This term is also referred to as the rebated size.
NOTE 2 See Figure 1.
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