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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Aerospace
Standards Policy Committee (ACE/-) to Technical Committee ACE/12, upon
which the following bodies were represented:

The Association of Electronics, Telecommunications and Business Equipment
Industries

British Industrial Fasteners Federation
Ministry of Defence
Society of British Aerospace Companies Ltd.

This British Standard, having

been prepared under the

direction of the Aerospace

Standards Policy Committee,

was published under the

authority of the Standards

Board and comes into . . . .
effect on Amendments issued since publication

15 March 1994
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relate to the work on this
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Draft for comment 86/75879 DC
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National foreword

This Part of BS 6293 has been prepared under the direction of the Aerospace
Standards Policy Committee. It is identical with ISO 5855-3:1988 Aerospace —
MdJ threads — Part 3: Limit dimensions for fitting for fluid systems, published by
the International Organization for Standardization (ISO).

Cross-references

International Standard Corresponding British Standard

IS0 965-1:1980 BS 3643 Specification for ISO metric screw threads
Part 1:1981 Principles and basic data
(Technically equivalent)

ISO 5855-1:1988 BS 6293 Aerospace — MJ threads
Part 1:1994 General requirements
(Identical)

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover.
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