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Foreword

This British Standard has been prepared under the direction
of the Clothing Standards Committee.
The detailed specification for garment construction and

make-up has been provided by a Product Group of the
Local Authorities Management Services and Computer

Committee. The anthropometric data upon which the sizing.

tables have been based and which have come from the same
source were obtained by the Ministry of Defence using body
measurement procedures as defined in BS 5511. Thus size
designations are based on wearers’ body measurements

{a 4 cm module being employed) and not garment measure-
ments, e

The standard covers all men's uniforms using cloths '
specified in BS 1771 and the size tables are sufficiently
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A. Advice to purchasers on options available in the
construction of men’s uniforms 9
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Sewing threads

Pocket types

Jacket size designations
Trouser size designations
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detailed to enable users to select sizes appropriate to their
needs.

The standard gives details of options that are available with
regard to pockets and certain other parts of the uniform;

a list of these options with references to the relevant
clauses in the standard is given in appendix A.

Compliance with a British Standard does not of itself
confer immunity from legal obligations. In particular,
attention is drawn to the need, if appropriate, for the fibre
content to be given in accordance with Statutory Instrument
1973 No 2124 Trade Descriptions, The Textile Products
{indication of fibre content) Regulations published by
HMSO.
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British Standard Specification for
Men’'s uniforms

1. Scope

This British Standard specifies materials, making up and
marking requirements and gives sizing tables for men's
uniforms for use in both the public and private sector.

NOTE. The titles of the publications referred to in this standard are
listed on the inside back cover.

2. Definitions

For the purposes of this standard the definitions given in
BS 1903 apply together with the following.

2.1 chape. A loop of material holding a buckle and
attached to a garment.

2.2 seam width. A predetermined amount of material
between the edge of component parts of the garment and
the seam line.

2.3 upturn. The depth of material folded and turned inside
the garment and secured.

3. Materials

3.1 Main outer cloth. Cloths specified in BS 1771 shall be
used.

3.2 Trimmings. Trimmings shall be as specified in table 1.

3.3 Sewing threads. Sewing threads shall be as specified in
table 2.

4. Manufacture

4.1 General. The details of manufacture shall be as specified
in 4.2 and 4.3 for jackets and trousers respectively. Seams
and stitchings shall be as specified in 4.4.

4.2 Jacket

4.2.1 Inlays. inlays on side seams, if required, shall be 2 cm
wide. Inlays on the underside hindarm sleeve seam shall be
2 cm wide at the scye tapering to seam width at the elbows.
There shall be corresponding inlays on linings.

4.2.2 Foreparts

4.2.2.1 Where darts are formed in the forepart, the darts
shall be cut and pressed open. )

4.2.2.2 Fbreparts shall have a fusible interlining cut to the
full width of the shoulder to the level of the base of the

“scye tapering to the width of the facing at the bottom of -

the jacket. The interlining shall be pared away to clear the
sewing line at the front edges, shoulder seams and side body
seams. The shoulder shall have an additional -reinforcement
to be sewn in with bridle and sleeve head stitching.

4.2.2.3 Front edges and base of scye, buttons and button

_holes shall be stayed with fusible tape. The bridle at the

break line shall be fused to the fqrepart interlining and
secured with three rows of machine padding stitches.

4.2.2.4 Button holes (cut-before type) shall be not less
than 2 mm nor greater than 4 mm longer than the diameter
of the button used in the forepart. Eyes of button holes
shall be 1.6 cm from the front edge. Buttons, in correct
register with button holes, shall be sewn with their centres
2.5 cm from the edge in single breasted jackets.
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Table 1. Trimmings
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{tem Description Requirements
no.
1 Linings for jacket, body, sleeves, flaps, pockets and In accordance with BS 4560
trouser pockets, fork stays, crotch lining, waistband
lining, fly lining, bindings for seat seam and pocket
bags
2 Forepart interlining in accordance with grade FNW 2 or 3 of BS 4973 :
g Part 2
3 Interlining of cuffs, pocket flaps, facings, top In accordance with BS 4973 : Part 2
collars and trouser fly
4 Bridle, pocket, button and button hole stay, Woven fusible tape, 30 mm wide
trouser hip pocket
5 Stays for front edges, back neck scye and vents Woven fusible tape, 20 mm wide
6 Securing lining/facing seam Fusible web, 20 mm wide
7 Shoulder/chest reinforcement Cotton/hair interlining, in accordance with grade WS5 of
BS 4973 : Part 4
8 Waist band interlining reinforcement and cover Cotton interlining, cross-linked finish, Mass per unit area
for hook and bar of not less than 210 g/m? . Shrinkage not to exceed 1 %
in both warp and weft directions when subjected to
process 2A of BS 4923
9 Under collar Pre-fused felt
10 Under collar stay Woven cotton tape {6 mm) in accordance with

BS 1625—6 and 4830

11 Shoulder pads

Bonded fibre fabric layers

12 Sleevehead wadding Bonded fibre fabric base

13 Hanger Woven polyester tape 12 mm wide. Shade to match
main material

14 Fly fastening Slide fastener. Spiral chain polyester or nylong, closed-
end auto-locking slider, bottom stop, shade to match
main material. Performance code B as specified in
BS 3084

15 Hip pocket fastening Button, urea formaldehyde, 4 hole 14 mm, to match
material

16 Waist fastening Hook and bar, nickel-plated steel

17 Waist adjustable buckles Nickel-plated steel
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