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British Standard Specification for

Py Symboils for operator controls and for controls
other than operator controls for use on
earth-moving machinery

(1SO title: Earth-moving machinery — Symbols — Operator controls and others)

Symboles des commandes de conducteurs et autres commandes utilisées sur les engins
de terrassement. Spécifications :

Symbole fiir Bedienteile und andere Steuerelemente an Erdbaumaschinen
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National foreword

This British Standard has been prepared under the direction
of the Road Engineering Standards Committee and is

identical with 1SO 6405-1982 ‘Earth-moving machinery —

Symbols — Operator controls and others’ published by the
International Organization for Standardization (1SO).

ISO 6405 was produced as a result of international
discussion in which the UK took an active part.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as
a British Standard without deviation. Some terminology
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26.
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Coolant

Drive train oil {including transmission
and torgue converter)
Hydraulic oil

Air

Brake fiuid

Bucket — loader
Bucket multi-purpose
Blade

Ripper

Excavator arm
Grader

Dumper

Tractor scraper

Winch
Cab
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and certain conventions are not identical with those used
in British Standards; attention is drawn especially to the
following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as
‘British Standard’,

Cross-reference. The technical committee has reviewed
the provisions of 1SO 3461-1976 to which reference is
made in clause 3 and has decided that they are acceptable
for use in conjunction with this standard,

Compliance with a British Standard does not of itself confer immunity from legal obligations.

Full document details: BS 6309:1982
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BS 6309 : 1982

British Standard Specification for

Symbols for operator controls and for controls other than
operator controls for use on earth-moving machinery

1 Scope and field of application

This International Standard establishes :
a) symbols for operator controls,
b) symbols for controls other than operator controls, for
use on earth-moving machines.

2 General

2.1 The symbols shall be as given in clauses 4 to 25, except

for deviations necessary to reproduce an accurate representa-
tion to the operator’s line of sight.

2.2 If, in a symbol, an earth-moving machine or parts of the
machine are shown in a side view, a machine driving from right
to left shall be assumed.

2.3 Symbols on controls shall be of a good contrast with
their background {preferably light symbol on dark background).

Full document details: BS 6é09:1982

2.4 The shading (i.e. shown in black) of the elements of a
control depicted on a symbol shall be applied only to the parts
which move with direct movement of the designated control
device.

2.5 Symbols shall be located on or adjacent to the controf for
the function depicted.

2.6 Where more than one symbol is required (for example
on, off, move left, move right), the symbols shall be so located
in relation to the control device that movement of the device, in
a direction indicated by the relation of the symbols to the con-
trol device, shall indicate the sense of the control.

3 Reference

ISO 3461, Graphic symbols — General principles for presenta-
tion.
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" DESIGNATION AND ILLUSTRATION OF SYMBOLS

4 General
4.1 On 4,2 Off (stop) 4.3 Engage 4.4 Disengage
4.5 Increase 4.6 Decrease 4.7 Continuous variabie 4.8 Move left

{rotational)

-

~

9

4.9 Move right

4.10 Caution {Warning)

4.11 Caution {Warning) :

pressurized

4,12 Caution {Warning) :

electric hazard

r

A

Full document details: BS 6309:1982

4.13 Grease lubrication point 4,14 Oil lubricant point 4.15 Hours 4.16 Lift point '
4.17 Horn 4,18 Suspension
Documents



http://www.avadocuments.com/doc/bs-6309-1982
http://www.avadocuments.com/doc/bs-6309-1982

BSI BS*¥L309 82 WM 1L24bL9 0017928 2 WE

5 Electric

BS 6309 : 1982

5.1 Battery charginQ indicator
{generator light)

5.2 Voltmeter

5.3 Ammeter

O,

®

6 Lights

6.1 Upper beam

6.2 Lower beam

6.3 Parking light

6.4 Working light

= = ~ /7

6.6 Spotlight 6.6 Beacon 6.7 Tum signafs 6.8 Hazard warning (flasher)
* g " 2
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7 Engine

7.1 Engine 7.2 7 Start 7.3 Stop 7.4 Rotational frequency

O

s

7.5 Emergency stop

7.6 Firing order3

7.7 Choke

©
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1) Framed area of this symbol may be solid.

2) Itis permissible to separate the left and right arrows.
. 3) Values indicated are only for illustration.
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