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* British Standard Specification for

Seamless and welded steel tubes
for automobile, mechanical and
general engineering purposes

Part 1. General requirements

Tubes en acier soudés et sans soudure pour |'automobile, la mécanique et la technique générale
Partie 1. Caractéristiques générales

Nahtlose und geschweiBRte Stahlrohre fir den Kraftfahrzeugbau, Maschinenbau
und fiir allgemeine technische Zwecke
Teil 1. Allgemeine Anforderungen
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Foreword

This British Standard has been prepared under the Part 5, Specific requirements for electric resistance
direction of the Iron and Steel Standards Committee. welded and induction welded steel tubes

[t is a combined standard superseding BS 980 : 1850, Part 6. Specific requirements for cold finished electric
BS 1775 : 1964 and BS 3014 : 1958 which are resistance welded and induction welded steel
withdrawn, tubes

Part 7. Specific requirements for submerged arc welded

In BS 6323 manufacturing processes have been aligned
steel tubes

with current procedures, and processes no longer used,
i.e.-oxy-acetylene welding and hydraulic lap welding, Part 8. Specific requirements for longitudinally welded
~ have been deleted, Terminology relating to the designation stainless steel tubes
of certain manufacturing processes has been updated, This Part of the standard contains a number of appendices.
i.e. SAW replaces EFW, and CFS replaces CDS.
Additionally, in combining the standards, stecl grades
have been rationalized and aligned, with delivery
conditions now being clearly designated by letter codes.

Appendix A gives a summary table of chemical
compositions and mechanical properties of all steels
covered by this standard,

Appendix B gives the sectional properties of the tube,

This standard is published in eight separate Parts as e.g. moment of inertia, elastic modulus, etc.
follows: Appendix C gives a comparison between the steef grades
Part-1, General requirements and designations covered by this standard and those given

in BS 980 : 1950, BS 1775 : 1964, BS 3014 : 1958 and

the relevant 1SQ standards. It should be noted that

although there are similarities in the designations used

Part 3. Specific requirements for hot finished in this standard and in BS 980, BS 1775 and BS 3014
seamless steel tubes confusion will be prevented provided that the British

Part 4. Specific requirements for cold finished Standard number is always quoted to prefix the grade
seamless steel tubes reference (sec clause 4).

Part 2. Specific requirements for hot finished
welded steel tubes

Comp[ianée with a British Standard does not of itself confer immunity from legal obligations.
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BS 6323 : Part 1: 1982

British Standard Specification for
Seamless and welded steel tubes for automobile,
mechanical and general engineering purposes

Part 1, General requirements

1. Scope {c) the reference from table 2, indicating the grade

This Part of BS 6323 specifies the general requirements for of steel;

the. hot and cold finished seamless and welded steel tubes {d} the reference from table 3 indicating the delivery -
tor use in the automabile, mezhanical and general condition, where applicable.

engineering industries included in Parts 2 10 8 of this

British Standard. Parts 2 to 8 specify the chemical Examples

compositions, mechanical properties, dimensions, 1. BS 6323/2 HFW 4 designates a hot finished welded
dimensional tolerances and technical detivery conditions tube in a 0.25 % carbon maximum steel having a

for each type of tube. minimum tensile strength of 410 N/mm?.

Leak tightness testing is covered only in Parts 4, 5, 2. BS 6323/4 CFS 7 BKW designates a cold finished

6and 8. seamless tube in 0.20/0.30 % carbon, carbon manganese
NOTE 1. For tubes for pressure purposes, attention is drawn to steel in the cold finished/soft condition,

B5 3601 10 BS 3605 and for hollow sections for structural

purposes 10 BS 4360 and BS 4848 : Part 2 and BS 6363, 3. BS 6323/8 LWCF 22 GBK(S} designates a

NOTE 2. The titles of the publications referred to in this Part of longitudinally welded cold finished austenitic

this standard are listed on the inside back cover, chromium nickel melybdenum {2.5 %) steel 316513

2. General

Each type of tube shall comply with the general
requirements of this Part-of BS 6323 and the specific
requirements of the refevant Part of the same standard, Method of manufacture Reference | Applicable
Part of BS 6323

Table 1. Designation of steel tubes:
method of manufacture

3. Symbols
The following symbols are used in the Parts of BS 6323;

a

A
c
)
H

Hot finished welded HFW 2
e ) . Hot finished seamless HFS 3
specitied thickness (in mm) Cold finished seamless CFs |4
percentage elongation on gauge length after Electric resistance welded
fracture . . {including induction welded)| ERW
constant factor of deformation (flattening test) Cold finished electric
varying with steel grade resistance welded

specified outside diameter {in mm) {including induction welded)| CEW
distance between the platens or outside surfaces Submerged arc welded SAW

(in rpm) ) Longitudinally welded
original gauge length of tensile test piece {in mm) stainless Lw

vield strength (in N/mm?) Cold finished longitudinally
upper yield stress (in N/mm?) welded stainless

tensile strength {in N/mm?) —
0.2 % proof stress {non-proportional

elongation} (in N/mm?}

0.5 % proof stress (total elongation) {in N/mm?) 5. Information to be supplied by the purchaser
original cross-sectional area of the gzuge length
{in mm?)

é'-u
[
I
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o
N
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[
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5.1 The purchaser shall state in his enquiry and order:
(a) the number and Part number of this British
Standard, e.q. BS 6323/2 and the designation of the
tube in terms of the method of manufacture of tube,
the grade of steel and, where applicable,

{a) the number of this British Standard and the Part the appropriate delivery condition {see clause 4);

number of the relevant specific requirements, (b} the tube dimensions, e.g. outside diameter or,

e.g. BS 6323/2; where applicable, inside diameter, thickness and

(b) the reference from table 1, indicating the method length and, where tube is to be subsequently machined,

of manufacture; the finished dimensions;
‘ Documents

4. Designations
The tubes shall be designated by:
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(c) the quantity required in metres or number of (h) whether closer tolerancus are required {see note
lengths. in 8.3 of the relevant Part {Parts 2 to 8) of

5.2 Certain alternatives are permitied by this standard BS 6323 : 1982);

and the purchaser shall also state in his enquiry and order {i) whether specified cut lengths are required instead
his requirements as follows, but if no such statement is of random lengths in BS 6323 : Parts 2 to 8 or mill
made, supply will be at the option of the manufacturer, tengths in Part 5 (see B.3 of the relevant Part of

{a} whether a check analysis on the product is BS 6323 : 1982);

required (see 8.2); {j} in the case of BS 6323 : Parts 4, 5, 6 and 8, whether
{b) any special requirements regarding straightness tubes are to be subject t0 a leak tightness test and if |
(see 11.3): s0 which type of test is required (see 9.3 of

. .. 6323 : ts4and 8: 1982 and 9.
{c} whether tubes are required machined to finished g: 6323 - E::t: 5 ::d g . 1932;?" 9.4 of

dimensions (see 11.4);

{d} whether other tests are required specifically related
to his order (see clause 14);

(k) whether tubes are required bright annealed {see
clause 4 of BS 6323 : Parts 4, 5, 6 and 8 ; 1982);

{I) the outside diameter tolerance required for tubes,
where the ratio of outside diameter to thickness is
greater than 33:1 {see clause 8 of BS 6323 : Parts 4
and 6 : 1982};

{e} whether tests are required specifically related to the
order or, if not, whether a certificate of compliance is
required (see 17,1and 17.2);

f) wheth inish other than the manufacturer’ .
() w era ﬁ.ms . t -Lurer {m} whether the internal weld upset of welded tubes
normal protective coating or an uncoated finish is

required or special protection of the tubes for transit s to be reduced (.see 8.2of BS 6323 _: Part 5 : 1982);
and storage is required {see clause 18); (n) whether special surface finishing is required,

(g) whether cold finished tubes are required free from e.g.'pollshmg (see clause 4 of BS 6323 : Part 8 : 1982).
phosphate or other residues (see clause 3 of {0) if hot finished seamless tubes are specified by outside

BS 6323 : Parts 4 and 6 ; 1982}; diameter and inside diameter, the tolerances required
(see clauses 7 and 8 of BS 6323 ; Part 3 : 1982).

Table 2. Designation of steel tubes: type and grade of steel

Type 8S 6323 grade | Applicabie
designation
referance

Carbon and carbon manganese steels

0.13 % carbon maximum

0.16 % carbon maximum

0.20 % carbon maximum

0.20 % carbon maximum {case hardening)

0.25 % carbon maximum

0.23 % carbon maximum

0.30 % 10 0.40 % carbon

0.20 % to 0.30 % carbon 1.2 % to 1.5 % manganese
0.40 % to 0.55 % carbon '

~

mummhgmn—-

Low alloy steels

2441 manganese molybdenum 9
62371 low carbon 1 % chromium 0.25 % molybdenum 10
6241 high carbon 1% chromium 0.25 % molybdenum 11

Stainless steels
Ferritic 11 % chromium titanium steel 12
4095197 ferritic 11 % chromium titanium steel 19
3045117 austenitic chromium nickel steel 20
3045157 austenitic chromium nickel steel 21
3165131 austenitic chromium nickel molybdenum {2.75 %) steel | 22
3165337 austenitic chromium nickel molybdenum (2.75 %) steel | 23
32158317 austenitic chromium nickel titanium steel 24

"For carbon and carbon manganese steels this number relates 1o the minimum tensile strength in N/mm? ; .
in the hot finished or narmalized condition,

tThis designation is used in other British Standards.
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Table 3. Designation of steel tubes: delivery condition

BS 6323 : Part 1 : 1982

Delivery condition

Description

Reference Applicable
Part of BS 6323

Cold finished/hard
{cold finished as drawn)

No heat treatment after the last cold finishing process

NOTE. The extent 1o which the tube can be cold deformed is
limited,

BK 4,6

Cold finished/soft
{lightly cold worked)

After the last heat treatment there is a light finishing pass
{cold pass) o

NOTE. With proer subsequent processing the tube can be cold
deformedd within ccrtain fimits (bending, expanding, ete.},

As welded and sized

No heat treatment after the welding and sizing process

Annealed

After the final cold finishing process the tubes are
subcritically annealed in a controlled atmosphere

After welding and sizing, the tubes are subcritically
annealed in a controlled atmosphere

After the final cold finishing or the welding and sizing
process, the tubes are subcritically annealed and then
de-scaled mechanically or chemically

Normalized

After the final cold finishing process, the tubes are heated
to a temperature above the upper transformation point
and cooled. Both stages of heat treatment are carried

out in a controlled atmosphere

After welding and sizing, the tubes are heated to a
temperature above the upper transformation point and
cooled. Both stages of heat treatment are carried out in
a controlled atmosphere

After the final cold tinishing or the welding and sizing
process, the tubes are heated to a temperature above the
upper transformation point, cooled in air and then
de-scaled mechanically or chemicaily

Welded and sized
{fully softened)

After welding and sizing the tubes are annealed (solution

treated) in a controlled atmosphere

GKM(S)

After welding and sizing the tubes are annealed (solution
treated)} and then de-scaled mechanically or chemically

GZF{s)

Cold finished
(fully softened)

After cold finishing, the tubes are annealed (solution
treated) in a controlled atmosphere

GBKIS)

After cold finishing the tubes are annealed (solution
treated) and then de-scaled mechanically or chemically

GZF(S})
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6. Manufacture of the steel

6.1 The steelmaking process within the provision of 6,2
and the deoxidation practice within the provision of 6.3
shall be at the option of the steel manufacturer,

6.2 The steel shall be produced by the open hearth,
an electric process or one of the basic oxygen processes,

6.3 Steel for all grades of seamless tubes shall be fully
killed. Welded tubes of steel grades 1, 2 and 3 shall be
rimmed or semi-killed or fully killed. Welded tubes of steel
grade 4 shall be either semi-killed or fully killed and grade 5
shall be fully kilted. '

7. Manufacture of the product

The tubes shall be manufactured by a seamless or welded
process as detailed in the relevant Part of BS 6323.

8. Chemical composition

8.1 Ladle analysis. The steel shall show on ladle analysis
the compesition given in the tables for chemical
composition included in the relevant Part of BS 6323 for
the steel grade specified.

8.2 Product analysis. 1f a check analysis on the product
is carried out, the permissible deviations given in table 4
apply to the ladle analysis given in appendix A, or table 1
of the relevant Part of BS 6323 : 1982, for samples taken
from the position as specified in this subclause, If a check
analysis for acceptance purposes is required this shall be
stated in the enquiry and order and the number of samples
shall be agreed between the purchaser and the
manufacturer. The samples shall be taken either from the
test pieces used for the verification of the mechanical
praperties, or from the tube at the same location as

for the mechanical test samples.

In cases of dispute the methods of chemical analysis shall
be in accordance with British Standard Handbook No, 19,

Table 4. Permitted deviation from specified composition

{a) Permitted deviation from the
specified compaosition for carbon,

(h.} Permitted deviation from the specified composition for stainless steels

carbon manganese and low alloy ‘
steels ‘ Element Maximum of spacification range Parmissible
. daviation® from
Element Permissible the specif_ied
deviation* from composition
the specifiad
compaosition %, %
Carbon Up to and including 0.03 + 0,005
% : Over 0.03 up to and Including 0.25 +0.01
(S:_arfb‘m : f ggg Silicon Up to and including 1.0 + 0.05
on +0.
N:alﬁganese '+ 0.10 Manganese Up to and including 0,70 +0.03
Phosphorus +0.005 o Over 1.0 up to and including 2.00 + 0,05
Sulphur + 0.005 Phosphorus Specified max. up to and including 0.045 | + 0.004
Chromium +0.04 Sulphur Specified max. up to and including 0,030 | +0.003
+
Molybdenum *0.04 Chromium Over 10.0 up to and including 15.0 % 0.15
*These values apply anly to fully ‘ 0\ve‘r 15.9 up to and including 20.0 +0.20
killed and semi-killed steeis. . Molybdenum Over 2.0 up to and including 3.0 +0,08
' ~ Nicke! Up to and including 1.0 +0.03
' QOver 10.0 up 1o and including 20.0 *0.16
Nitrogen Up to and including 0.25 + 0,01
- Titanium All ranges 1 0.05

NOTE. The deviations, other than when maxima oﬁly are specified, épplv either above or below the specified limits of the range but not
bath above and below for the same element from different sample products from the same cast. When maxima only are specified the
. deviations are positive only. The values are valid only if the samples were selected according to 8.2,

.
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