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Cooperating organizations

The Gas Standards Committee, under whose direction this British Standard
was prepared, consists of representatives from the following:

British Combustion Equipment Manufacturers’ Association
British Gas Corporation*

Chartered Institution of Building Services*

Department of Energy (Gas Standards Branch)*

Department of Industry (Mechanical Engineering)
Department of the Environment (PSA)

Heating and Ventilating Contractors’ Association

Institution of Gas Engineers®

Liquefied Petroleum Gas Industry Technical Association (UK)*
Local Authorities Organization

National Association of Plumbing, Heating and Mechanical Services
Contractors

National Gas Consumers’ Council*
Society of British Gas Industries®
Water-tube Boilermakers’ Association

The organizations marked with an asterisk in the above list, together with the
following, were directly represented on the Technical Committee entrusted
with the preparation of this British Standard:

Association of Control Manufacturers (TACMA) (BEAMA)

British Non-ferrous Metals Federation

Consumer Standards Advisory Committee of BSI

Department of Energy (Energy Conservation Division)

Department of the Environment (Building Research Establishment)

Department of Trade (Metrology, Quality Assurance, Safety and Standards
Division)

Institution of Fire Engineers

Hevac Association

National Brassfoundry Association

National Water Council

Royal Society for the Prevention of Accidents
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Foreword

This Part of BS 6332 has been prepared under the direction of the Gas Standards
Committee. BS 6332 is intended to provide specifications for the thermal
performance requirements and associated test methods for domestic space and
water heating appliances burning 1st, 2nd and 3rd family gases. When it was first
proposed that such a standard be prepared, the new standard was seen as
complementing the Parts of BS 5258 that cover safety requirements and
associated test methods for these appliances. The two standards, BS 5258 and
BS 6332, together with Parts 1 and 2 of BS 5386, which relate to instantaneous
water heaters but being based on CEN standards specify both safety and
performance requirements, would then supersede and allow the withdrawal of
the existing British Standards for 1st family gas appliances, BS 1250-3 and

BS 1250-4, and for 3rd family gas appliances, BS 2773 and BS 2883.

This reasoning persists but the need for up-to-date minimum values for thermal
performance of gas appliances has been accentuated by the passing of the Energy
Conservation Act in implementation of the EEC Heat Generator Directive.
Because of this, each Part of BS 6332 will be subject to review two years after the
date of its publication.

With the continuing participation of the UK in European standardization, it is
probable that Parts of BS 6332 will be withdrawn, in due course, and replaced by
new British Standards aligned with CEN standards.

In anticipation of this standard being the subject of third party certification
schemes, it provides for a claim by the appliance manufacturer of a numerical
value for the thermal efficiency of a product model. The test authority will then
ascertain that a sample submitted for type approval meets this claimed value
within a specified test equipment tolerance. Any sample selected from
subsequent production of the particular model will be expected to comply with a
verification value, which will also take into account a specified production
tolerance.

Another departure from established practice is the adoption of net instead of
gross calorific value as the basis of thermal performance. This change is a
consequence of European harmonization.

Parts of BS 6332 published or in course of preparation are as follows:

— Part 1: Specification for thermal performance of central heating boilers and
circulators;

— Part 2: Specification for thermal performance of gas fires;

— Part 3: Specification for thermal performance of combined appliances: gas
firelback boiler (in course of preparation);

— Part 4: Specification for thermal performance of independent convector
heaters.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages 1 and 11,
pages 1 to 10, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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1 Scope

This Part of BS 6332 specifies the thermal
performance requirements and associated methods
of test for gas fires designed for discharging
combustion products via an open flue to the outside
air.

This Part covers appliances of the following
categories, as described in BS 4947:

Ip, Iny Iy I, Tuws

Iy 5 Tng, s, awes

IIL, ITpngye, TTpnp;
and of type B, open-flued appliances, as defined in
BS 1179. This Part of BS 6332 is applicable to the

appliances listed above that comply with the
requirements of BS 5258-5.

NOTE The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this Part of this British
Standard, the definitions given in BS 1179:1967 and
in BS 1179-6:1980 apply, together with the
following.

2.1

claimed efficiency

the net efficiency of an appliance claimed by the
manufacturer (E,)

2.2

gross efficiency

the efficiency of an appliance calculated on the
assumption that the heat content of the test gas is
its gross calorific value

2.3
net efficiency

the efficiency of an appliance calculated on the
assumption that the heat content of the test gas is
its net calorific value

2.4
test house efficiency

the net efficiency of an appliance measured at the
test house on a sample submitted for type approval
purposes (E,)

2.5

verification efficiency

the net efficiency of an appliance measured during
any surveillance or check testing of production
appliances (E,)

3 Thermal performance

3.1 Efficiency requirements

3.1.1 The manufacturer shall claim a net overall
efficiency value, E,, which shall relate to the test
method specified in 4.2 and which shall be not less
than the value given in Table 1 for the particular
appliance type.

Table 1 — Minimum claimed overall
efficiency (net)?

Test conditions Minimum
- claimed
Appliance type Rate Flue Spigot | efficiency
suction | restrictor
(if any)
ubarb %
Radiant-convector |Full-on |80 Yes 61
Radiant Full-on {80 Yes 44

aThe gross efficiency value is related to the net value for the
four reference gases as follows:

for TGA (4)
for NGA

gross value = 0.899 X net value
gross value = 0.901 X net value
for LPGA gross value = 0.926 X net value
for LPGC gross value = 0.922 X net value

by ubar = 0.1 Pa=0.1 N/m?.

3.1.2 Test house efficiencies, E,, measured, as
appropriate, in accordance with the methods
specified in 4.2 and 4.3, shall be not less than the
values given in Table 2 for each of the specified test
conditions.

NOTE The difference between E, and E, values allows for
measurement tolerance arising from differences in test
apparatus.

3.1.3 The verification efficiency, E,, measured in
accordance with the method specified in 4.2 and
under the conditions specified in Table 1 shall be not
less than E, minus 4.

NOTE The difference between E, and E, values allows for the
measurement tolerance referred to in 3.1.2 and also for
manufacturing tolerances which will affect the efficiency levels
measured.

3.2 Heating up requirement. 20 min after
lighting radiant fires from cold, the radiation at
the 00 position (Figure 5) measured as described
in 4.3 shall be not less than 90 % of that recorded
when the fire has reached equilibrium.

4 Test methods

4.1 General conditions of test

4.1.1 Test room. The room shall be adequately
ventilated but free from draughts likely to affect the
performance of the appliance. The room
temperature shall be maintained at 20 £ 5 °C.
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