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Foreword

This Part of BS 6340 has been prepared under the direction of the Building 
Services Standards Committee and was initiated by the Consumer Standards 
Advisory Committee of BSI, a need for such a standard having been indicated by 
various interested organizations.
The standard is being published in the following Parts:

— Part 1: Guide on choice of shower units and their components for use in 
private dwellings;
— Part 2: Specification for the installation of shower units;
— Part 3: Specification for prefabricated shower enclosures;
— Part 4: Specification for shower heads and related equipment;
— Part 5: Specification for prefabricated shower trays made from acrylic 
material;
— Part 6: Specification for prefabricated shower trays made from porcelain 
enamelled cast iron;
— Part 7: Specification for prefabricated shower trays made from vitreous 
enamelled sheet steel;
— Part 8: Specification for prefabricated shower trays made from glazed 
ceramic.

The specifications for shower trays made of different materials are in separate 
Parts (5 to 8) so that if the proposed CEN work on shower trays is proceeded with 
and the final documents are acceptable to the UK, they can supersede the 
relevant Parts of this standard.
Similarly, the waste outlet hole dimensions are specified in line with current UK 
practice but are given in Appendix A so that, if the final documents on waste hole 
dimensions being produced in CEN are acceptable to the UK, that appendix can 
be superseded by the latter documents.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 8, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 Scope
This Part of BS 6340 specifies requirements for 
prefabricated shower trays made from vitreous 
enamelled sheet steel.
This standard is applicable to all sizes and shapes of 
shower trays and no references have been made to 
nominal shower tray sizes or dimensional 
coordination.
NOTE 1 The latter aspect may be covered by future standards.

No requirements are given for the method of 
supporting shower trays as methods vary, but the 
rigidity is ensured by the installation meeting the 
general performance requirements specified in this 
Part of BS 6340.
NOTE 2 The titles of the publications referred to in this Part of 
BS 6340 are listed on the inside back cover.

2 Definitions
For the purposes of this Part of BS 6340 the 
following definitions together with the definitions 
given in BS 4118 apply.

2.1 
vitreous enamel

a glazed surface finish produced by the application 
of a powdered inorganic glass, dry or suspended in 
water, to sheet steel parts and its subsequent fusion

2.2 
work size1)

target size of shower tray specified for its 
manufacture

3 General
3.1 Steel. The steel shall be first commercial quality 
enamelling steel of minimum thickness before 
forming of 1.6 mm which shall be free from 
laminations and surface cracks.

3.2 Vitreous enamel

3.2.1 General. The interior of the shower tray shall 
be evenly coated with vitreous enamel of a quality 
complying with the requirements of 3.2.2 to 3.2.6.
3.2.2 Finish. The gloss and opacity of the enamel 
shall be visually good.
3.2.3 Abrasion resistance. When tested as described 
in B.5, no visible scratching shall have taken place.
3.2.4 Alkali resistance. When tested as described 
in B.6, there shall be no uniform colour stain on the 
enamel.
3.2.5 Acid resistance. When tested as described in 
BS 1344-2, the enamel shall comply with 
classification A of that standard.

3.2.6 Hot water resistance. When tested as described 
in B.7, there shall be no visible signs of attack.
3.3 Edges. The shower tray shall be free from sharp 
edges that would be exposed after installation of the 
shower tray in accordance with the manufacturer’s 
instructions.
3.4 Appearance. When the shower tray is visually 
inspected in daylight from a height of 1.5 m from the 
surface to be examined there shall be no evidence of 
crazing, chipping, dimples, lumps, rundown, specks, 
blisters, pinholes, or other defects that will impair 
the appearance of the shower tray.
3.5 Waste outlet hole. The shower tray shall have 
a waste outlet hole of dimensions and outline in 
accordance with Appendix A.
3.6 Hole edges. The edges of any holes in the 
shower tray shall not show evidence of chips, cracks, 
or any other defects that will impair its appearance 
or performance.
3.7 Bonding conductor. The shower tray shall be 
provided with one of the following means of 
attaching a bonding conductor:

a) a tag at least 50 mm long with a 6 mm 
clearance hole near to the free end; 
b) a 30 mm long 6 mm bolt or threaded stud; or 
c) 6 mm clearance hole with at least a 20 mm 
diameter clear space around the hole.

The tag, bolt, stud or hole surround shall be 
protected during the enamelling process to ensure 
that a good electrical contact can be made.
NOTE The tag, bolt, stud or hole should be accessible to the 
electrician after the shower tray has been installed. This means 
that one bonding point should be to the side adjacent to the waste 
hole and another to the opposite side or front. The connection is 
used to provide the bonding required by the IEE Regulations.

3.8 Dimensions. The distance between the bottom 
of the waste outlet and the floor shall be 
either 150 mm minimum or adjustable to 150 mm.

4 Tolerances
The shower tray shall not deviate from the sizes 
quoted by the manufacturer by more than ± 5 mm.
The size quoted by the manufacturer shall be the 
work size. When the shower tray has tapered sides 
the dimensions shall be checked at the base of the 
sides.

1) Repeated from BS 6100-1.5.1.
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