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National foreword

This British Standard has been prepared under the direction

of the Agricultural Machinery and Implements Standards
Committee and is identical with 1SO 5682/1-1981
‘Equipment for crop protection — Spraying equipment —
Part 1 : Test methods of sprayer nozzles’ published by the
International Organization for Standardization (ISO).

Terminology and conventions. The text of the

- international standard has been approved as suitable for
publication as a British Standard without deviation. Some
terminology and certain conventions are not identical with
those used in British Standards; attention is drawn
especially to the following.

The comma has been used as a decimal marker. In British

Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-references. The references to 1SO 3390/0 and

ISO 3339/3* for which there are no corresponding British
Standards, constitute informative matter only. Since no
requirements are involved, the validity of this British
Standard is not affected.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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British Standard

Spraying equipment for crop protection

Part 1. Method of test for sprayer nozzles

1 Scope and field of application

This International Standard specifies methods for estimating
the accuracy of spraying of hydraulic sprayer nozzles, for
hydraulic spraying.

It applies to the sprayer nozzles of mounted, towed and self-
propelled agricultural sprayers used for crop protection and fer-
tilization.

2 References

ISO 3339/0, Agricultural tractors and machinery — Classifica-
tion and terminology — Part 0 : Principles for classification and
general definitions.

I1SO 3339/3, Agricultural tractors and machinery — Classifica-
tion and terminology — Part 3 : Equipment for sowing, plan-
ting and distributing fertilizers.1)

3 Test liquids

3.1 Clean water, free from solids in suspension (see tests 6.1,
6.2, 6.3, 6.5).

3.2 Clean water, with the addition of abrasive or corrosive
material (see test 6.4).

3.3 Clean water with the addition, if necessary, of a soluble
colouring agent (dark coloured aniline dye or similar product)
the surface tension of the mixture shall be measured at 20 °C
(see test 6.6) and stated in the test report.

1) At present at the stage of draft.

2) The dimensions of the tube shall be compatible with the requirements of 6.3.4.
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4 Apparatus
4.1 Equipment

4.1.1 Pressure gauge, with an accuracy of + 1 % at the ef-
fective working pressure.

4.1.2 Rubber or plastics hose for each nozzle.
4.1.3 Collecting vessel for each nozzle.

4.1.4 Measuring tube or balance, for measuring the quan-
tity of liquid collected.2

4.1.5 Watch, with an accuracy of + 0,5 s.
4.1.6 Scale, with an accuracy of £ 1 mm.
4.1.7 Angle meter, with an accuracy of + 0,5°.

4.1.8 Device enabling the nozzles to be moved at a given
speed.

4.1.9 Petri dishes.
4.1.10 Microscope, with an measuring accuracy of 10 pm.
4.1.1

Photographic device with electronic flash.

4.1.12

A liquid or solid surface suitable for collecting the
drops. i
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4.2 Distribution bench

See figure 1 for an example.
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NOTE — The distribution bench shall be equipped with a device allowing collection of the liquid when the test pressure is stabilised and the sprayer
nozzles are supplied normally.

Figure 1 — Example of a distribution bench
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4.2.1 Groove characteristics The total width of the distribution bench shall not be affected
by the accumulation of the tolerances permitted for the upper
a) The walls of the grooves shall be vertical. part of each ridge.

b) The upper edges of the walls shall form a plane with, in

a longitudinal direction (perpendicular to the grooves), a 4.2.2 Upper part of the walls

tolerance of 1 % (10 mm/1 m) on the horizontal and, in the

lateral direction {parallel with the grooves), a tolerance of The upper part of the walls is formed by a symmetrical
2 % (see figure 2). chamfered edge which may be rounded off and shall have the

following characteristics :
c) Maximum thickness of the groove walls shall be 4 mm.
a) Minimum height of the chamfered edge shall be three
d) Distance between two consecutive ridges shall be times the thickness of the wall.
50 + 0,5 mm.
b) Maximum thickness of the chamfered edge at its upper
e) Minimum height of the vertical walls of the grooves part shall be 1 mm.
shall be twice the width of the grooves.
c) Maximum rounding-off radius shall be 0,5 mm.
NOTE — In the case of a distribution bench composed of grooves
spaced at 25 mm intervals, these conditions apply by comparing two d) No point of the ridges shall be more than 2 mm above
adjacent grooves with one 50 mm groove. or below the mean plane of the ridges.

Figure 2 — Groove characteristics
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5 General test conditions

All the operational data and test parameters shall be stated in
the test report.

5.1 Temperature and relative humidity

The temperature of the test liquid and the air temperature of
the test premises shall be between 10 and 25 °C during the
test. The relative humidity of the test premises shall be normally
not less than 50 %. The temperature and the relative humidity
shall be stated in the test report.

5.2 Pressures

During the test period, the pressure used shall not vary more
than = 2,5 % around the mean pressure. The test pressures
shall be stated in the test report.

NOTE — The general test conditions shall be resumed for tests 6.1 to
6.6.

6 Determination of the characteristics of the
sprayer nozzles

The general test conditions shall be in conformity with those
specified in clause 5. For each set, the nozzle with the

discharge rate closest to the average value following test 6.1
shall be used for tests 6.2 to 6.6.

6.1 Uniformity of discharge rate of the nozzles

6.1.1 Sampling

Take 20 complete nozzles of the same type at random. The
sampling conditions shall be stated in the test report and in par-
ticular the size of the stock, the place of sampling, etc.

The complete designation of nozzle discs and tips shall be in-
dicated in the test report.

6.1.2 Test liquid

Use test liquid 3.1.

6.1.3 Measurements

Measure for each complete nozzle the volume discharged at the
maximum working pressure indicated by the manufacturer with
an error of less than 1 %. The measuring time shall be greater
than or equal to 60 s and be measured with an error of less than
1s.

6.1.4 Results

The result shall be shown in the test report by means of a graph
(100 % represented by 50 mm) or table in which the discharge

rate of each nozzle is expressed as a percentage of the mean
discharge rate of 20 complete nozzles.

6.2 Discharge rates (variations in discharge rate
according to the pressure)

6.2.1 Test liquid

Use test liquid 3.1.

6.2.2 Pressure

Use the maximum and minimum pressures indicated by the
manufacturer and at least two intermediate pressures. The dif-
ferences between two consecutive pressures shall be equal and
not greater than 0,5 MPa (5 bar).

6.2.3 Measurements

Measure the discharge rate in litres per minute at the pressures
indicated in 6.2.2.

6.2.4 Results

The result shall be given in the test report in the form of a graph
(the discharge rate shall be indicated on the y-axis and the
pressure on the x-axis) or table with the accuracy stated in
6.1.3.

6.3 Distribution of the spray

6.3.1 Test liquid

Use test liquid 3.1.

6.3.2 Pressure

The tests shall be carried out at the maximum and minimum
pressures stated by the manufacturer.

6.3.3 Position of the nozzle

During the test, the nozzle shall be positioned vertically above a
ridge of the distribution bench and in its normal working at-
titude to direct its spray onto the bench.

NOTE — If the manufacturer indicates one position, the test shall be
made in this position.

The height is measured between the edge of the ridge and the
orifice of the nozzle.

If the manufacturer states an optimum height for use, carry out
the test at the height stated and at 150 mm above and below. If
the manufacturer does not indicate any height for use, carry
out the tests at the following heights in millimetres : 400 — 500
— 600 — 700 and if necessary at 300 and 800 mm.
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