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British Standard
Spraying equipment for crop protection
Part 2. Specification for connecting dimensions for nozzles and manometers

[1SO title: Equipment for crop protection — Sprayers — Connecting dimensions for nozzles and
manometers]

Equipements de pulvérisation de traitement agropharmaceutique
Partie 2. Dimensions de raccordement des buses et des manomeétres — Spécifications

Spritzapparate fiir den Pflanzenschutz
Teil 2. AnschluBmaRe fiir Diisen und Manometer

National foreword

This British Standard has been prepared under the direction of the Agricultural Machinery and Implements Standards
Committee and is identical with 1SO 8169-1984 ‘Equipment for crop protection — Sprayers — Connecting dimensions for
nozzles and manometers’ published by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references

International standards Corresponding British Standards

1ISO 4102-1984 BS 6356 Spraying equipment for crop protection
Part 3 : 1985 Specification for dimensions of connection threading
(ldentical)

1SO 5681-1981 BS 6355 : 1983 Glossary of terms for equipment for crop protection
(ldentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 6356 : Part 2 : 1985

1 Scope and field of application 2 References

_ ) ISO 4102, Equipment for crop protection — Sprayers — Con-
This International Standard lays down the main connecting nection threading.
dimensions to allow interchangeability of nozzles and

manometers. (Terms are defined in ISO 5681.) ISO 5681, Equipment for crop protection — Vocabulary.

This International Standard applies to sprayers for crop protec- . . ) .
tion. Connecting dimensions for nozzles apply only to 3 Main connecting dimensions for nozzles

apparatus which is equipped with connections for nozzle tips
with filters and/or anti-drip filters.
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Figure 2 — Example of mounting
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Dimensions in millimetres

Figure 1 — Connecting dimensions for nozzles
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