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Spraying equipment for crop protection

Part 3. Specification for dimensions of connection threading

[1SO title: Equipment for crop protection — Sprayers — Connection threading]
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Partie 3. Dimensions des filetages de raccordement — Spécifications
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National foreword

This British Standard has been prepared under the direction of the Agricultural Machinery and Implements Standards
Committee and is identical with 1SO 4102—1984 ‘Equipment for crop protection — Sprayers — Connection threading’
published by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references

International standards Corresponding British Standards

1SO 228/1-1982 BS 2779 : 1973 Pipe threads where pressure-tight joints are not made on the threads
(Technically equivalent)

1SO 261-1973 BS 3643 ISO Metric screw threads

Part 1 : 1981 Principles and basic data
(Technically equivalent)

Compliance with a British Standard does not of itself confer immunity from legal obligations
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BS 6356 : Part 3 : 1985

1 Scope and field of application

This International Standard lays down the essential dimensions
of connection threading for sprayers for crop protection to

cover existing and foreseeable needs.

This International Standard is applicable to spray tips, nozzles,
pressure regulators and nuts of sprayers.

2 References

ISO 228/1, Pipe threads where pressure-tight joints are not
made on the threads — Part 1. Designation, dimensions and

tolerances.

ISO 261, /SO general purpose metric screw threads — General

3 Dimensions of the threads

3.1 Metric thread

Metric thread
1SO 261
Application

Nominal Pitch
diameter mm

M12 1,5 Spray tips, nozzles,

M18 1,5 pressure regulators

mM27 2,0 and nuts

NOTE — The metric threading will be adopted for preference.

plan. 3.2 Gas list thread
Gas list thread 1SO 228/1
Number of Ext | Lo
Nominal threads Pitch di xterna d Application
per inch iameter,
in mm mm
1/4 19 1,337 13,157 Spray tips, nozzles,
3/8 19 1,337 16,662 pressure regulators
3/4 14 1,814 26,441 and nuts

NOTE — The gas list threading is more suited to plastics equipment.
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