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National foreword

This British Standard has been prepared under the direction
of the Fibres, Yarns, Fabrics and Production Standards
Committee. It is identical with 1SO 4880-1984 ‘Burning
behaviour of textiles and textile products — Vocabulary’
published by the International Organization for
Standardization (1SO),

ISO 4880/1-1982 (identical with BS 6373 : Part 1 : 1983)
has been withdrawn by 1SO on publication of the present
standard which is a combination of Part 1 and the projected
Part 2. Since it was the intention of the UK to implement
both Parts as they became available it has now been
necessary to withdraw BS 6373 : Part 1.

In a period when harmonization of flammability test
methods is regarded as a matter of importance, it is essential
to ensure that language misunderstandings are minimized at
an international level, and for this reason the equivalent
French terms and definitions have been retained in this
British Standard.

Page
Terms and definitions 1
Terms that should not be included in the
vocabulary 7
Index alphabétique francais 8

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to the
following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Additional information. The list of terms given under the
heading of ‘Terms that should not be included in the
vocabulary’ has been included as the terms are either not
appropriate to textiles or are defined in dictionaries and are
therefore not defined in this glossary.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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British Standard Glossary of

Terms relating to burning behaviour of textiles

and textile products

Scope and field of application

This International Standard defines terms used in testing the
burning behaviour of textiles and textile products.

Although some of the terms have wide general usage and may
be applicable to many materials and products, the definitions
herein are in accordance with the use of the terms in the textile
field.

NOTE — A symbol consisting of five points (.....) has been printed
where, in one of the two languages present, no term exists which cor-
responds exactly to the definition given.

The expression “term deprecated’” constitutes an official warning not
to use a term in order to preclude any misunderstanding.

Terms and definition_s

1 actual calorific value: The calorific energy which is
released by the combustion of a defined quantity of a material
under specified test conditions. (Also called heat release.)

2 afterflame: Persistence of flaming of a material, under
specified test conditions, after the ignition source has been
removed.

3 afterflame time: The length of time for which a material
continues to flame, under specified test conditions, after the
ignition source has been removed. {(Also called duration of
flame,)

4 afterglow: Persistence of glowing of a material, under
specified test conditions, after cessation of flaming or, if no
flaming occurs, after removal of the ignition source.

5 afterglow time: The time for which a material continues
to glow, under specified test conditions, after cessation of
flaming or after removal of the ignition source. (Also called
duration of afterglow.)

6 area burning rate: Area of a material burned per unit time
under specified test conditions.

Objet et domaine d‘application

La présente Norme internationale définit des termes utilisés
pour les essais de comportement au feu des textiles et des pro-
duits textiles.

Bien que certains termes soient d'un usage général et peuvent
étre applicables & beaucoup de matériaux et de produits, les
définitions données ci-aprés sont conformes 3 I'emploi qui en
est fait dans le domaine textile.

NOTE — Lorsque dans I'une ou i'autre des langues considérées il
n'existe pas de terme correspondant exactement & la définition don-
née, le terme manquant est indiqué par un symbole constitué de cinq
points {..... ).

L'expression « terme déconseillé » constitue une mise en garde officielle
de ne pas utiliser un terme, ceci afin de prévenir tout malentendu.

Termes et définitions

1 potentiel calorifique réel: Energie calorifique dégagée

par la eombustion d'une quantité déterminée d’'un matériau
dans des conditions d’essai spécifiées. (Appelé aussi dégage-
ment de chaleur.)

2 flamme persistante : Flamme qui subsiste sur un matériau
dans des conditions d’essai spécifiées, aprés retrait de la source
d’allumage.

3 durée de persistance de flamme : Temps pendant lequel
un matériau continue a flamber dans des conditions d'essai
spécifiées, aprés retrait de la source d'allumage.

4 incandescence résiduelle: Combustion avec incandes-
cence d'un matériau, dans des conditions d'essai spécifiées,
persistant aprés la disparition des flammes ou, s'il n'y a pas de
flamme, aprés retrait de la source d'allumage.

5 durée d'incandescence résiduelie: Temps pendant
lequel F'incandescence persiste sur un matériau, dans des con-
ditions d’essai spécifiées, aprés la disparition des flammes ou
aprés retrait de la source d'allumage.

6 vitesse de combustion en surface: Surface bralée d'un
matériau par unité de temps, dans des conditions d'essai spé-

- cifiées.
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7 burn (intransitive verb) : To undergo combustion.

8 burned area: The area of a material that has been
destroyed by combustion or pyrolysis, under specified test con-
ditions.

See also damaged area.

9 burning behaviour*: All the physical and/or chemical
changes that take place when a material or product is exposed
to a specified ignition source.

See also fire behaviour.

10 calorific potential*: The calorific energy which could be
released by the complete combustion of a unit mass of a
material.

11 char (noun) : Carbonaceous residue resulting from pyroly-
sis or incomplete combustion.

12 char (verb): To form carbonaceous residue during pyroly-
sis or incomplete combustion.

13 char length (term deprecated)

See damaged length.

NOTE — In some national standards, char length is defined by a
specific test method.

14 combustible: Capable of burning.

16 combustion: Exothermic reaction of a combustible
substance with an oxidizer, accompanied by flames and/or
glowing and/or emission of smoke.

16 damaged area: Total of the areas of a material per-
manently affected by thermal phenomena under specified test
conditions: loss of material, shrinking, softening, melting,
charring, combustion, pyrolysis, etc.

See also burned area.

17 damaged length: The maximum extent, in a specified
direction, of the damaged area of a material under specified test
conditions.

18 duration of afterglow

k5

See afterglow time.

19 duration of flame

See afterflame time.

* Tarm or its definition which is used in the textile industry but which
is under discussion within 1SO with the aim of co-ordination with the
requirements of other sectors.
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7 braler (verbe intransitif) : Etre en état de combustion. ‘

8 surface brilée: Surface d'un matériau détruite par com-
bustion ou pyrolyse, dans des conditions d’essai spécifiées.

Voir aussi surface endommagée.

9 comportement au feu*: Tous changements physiques
et/ou chimiques qui interviennent lorsqu’un matériau ou un
produit est exposé & une source d'allumage spécifiée.

Voir aussi comportement dans un incendje.

10 potentiel calorifique*: Energie calorifique susceptible
d'étre dégagée par la combustion compléte d’'une masse uni-
taire d'un matériau.

11 .....: Résidu carboné résultant de la pyrolyse ou d’'une
combustion incompléte.

12 carboniser (verbe) : Produire un résidu carbonisé lors de .
la pyrolyse ou d'une combustion incompléte.

13 longueur carbonisée (terme déconssillé)

Voir longueur endommagée.

NOTE — Dans certaines normes nationales, la longueur carbonisée est
définie par une méthode d'essai spécifique.

14 combustible: Susceptible de bréler.

15 combustion: Réaction exothermique d'un combustible
avec un carburant, phénomane généralement accompagné
d'une émission de flammes et/ou d‘incandescence et/ou
d’émission de fumée.

16 surface endommagée: Somme des surfaces d'un maté-
riau affectées d’une maniére permanente par des phénomeénes
thermiques dans des conditions d'essai spécifiées: perte de
matiére, rétraction, ramollissement, fusion, carbonisation, .

combustion, pyrolyse, etc.

Voir aussi surface brilée.

17 longueur endommagée: Longueur maximale dans une
direction spécifiée de la surface endommagée d'un matériau
dans des conditions d'essai spécifiées.

18 .....

Voir durée d’'incandescence résiduelle.

19 ...

Voir durée de persistance de flamme.

Dogewanents

*  Terme, ou sa définition, employé dans 'industrie textile, mais qui

est & I'étude au sein de I'|SO en vue d'assurer la coo
basoins d'autres secteurs de |'industrie.
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