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Dimensions des écartements des broches pour continus a filer et a retordre a anneaux — Spécifications

SpindelteilungsmaRe fiir Ringspinn- und Ringzwirnmaschinen

National foreword

This British Standard has been prepared under the direction
of the Fibres, Yarns, Fabrics and Production Standards
Committee and is identical with 1SO 94-1982 ‘Textile
machinery and accessories — Spindle gauges for
ring-spinning and ring-doubling frames’, published by the
International Organization for Standardization (1SO).

This standard, together with BS 2707 : Part 2 : 1983 and
BS 2707 : Part 3 : 1977, supersedes BS 2707 : 1971 which
is withdrawn.

Terminology and conventions. The text of the
international standard has been approved as suitable for
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publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Where the words ‘International Standard’ appear, referring
to this standard, they should be read as ‘British Standard’.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 6378 : 1983

1 Scope and field of application Table — Spindle gauge, e

This International Standard specifies the spindle gauges for Spindle
ring-spinning and ring-doubling frames. gauge
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2 Dimensions mm
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The spindle gauge e is the distance between the axes of two adjoining 315
spindles. 355
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The sizes of spindle gauges shown in brackets are to be avoided for
new designs.
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