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Foreword

This Part of is technically equivalent to ISO 1388 “Ethanol for
industrial use — Methods of test” Part 7 “Determination of methanol content
[methanol contents between 0,01 and 0,20 % (VIV)] — Photometric method”,
published in 1981 by the International Organization for Standardization
(IS0).

For ease of production, the text of ISO 1388-7:1981, with the omission of the
Annex, has been used for this British Standard. Some terminology and certain
conventions are not identical with those used in British Standards; attention
is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is
current practice to use a full point on the baseline as the decimal marker.

In 3.3.2 reference is made to a sintered glass filter funnel grade number 4 A
complying Wit. When is revised it is expected that it will be
1dentical with in which the equivalent to grade 4 A of
1s porosity grade P 10.

This standard describes a method only and should not be used as a
specification defining limits of purity. Reference to the standard
should indicate that the method of test used is in accordance

with BS 6392-6.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 and 2, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date of issue Comments

4942 March 1986 Indicated by a sideline in the margin
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