BS 6396: 1990

British Standard Specification for

Electrical systems in office
furniture and office screens

Systémes électriques pour matériel, mobilier et cloison de bureau — Spécifications

Elektrische Systeme in Buroeinrichtungen und -wanden
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BS 6396 : 1990

Foreword

This British Standard has been prepared under the direction
of the Furniture and Household Equipment Standards
Policy Committee and is the first revision of the standard
which was first issued as a code of practice in 1983 and
which is now withdrawn.

Compliance with this British Standard does not of itself
confer immunity from legal obligations. In particular
attention is drawn to Section 6 of the Health and Safety
atWork etc. Act 1974*,

*Attention is drawn to the guidance in the Health and Safety
Commission publications Guidance notes GS8 : Articles and

substances for use at work, guidance for designers, mﬁ%m ents
importers, suppliers, erectors and installer, av:ilable from .
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AMD 7170

= Amendment No. 1
. published and effective from 15 July 1992

to BS 6396 : 1990

Specification for electrical systems in office
furniture and office screens

Revised text
AMD 7170 Clause 3.1
July 1992
Insert the following text after ‘as appropriate’.
‘, or BS 4875 : Part 5 test level 3, 4 or 5 and BS 4875 : Part 6’
AMD 7170 Clause 3.5
July 1992
Delete ‘4.5.3’ and substitute ‘4.5.2'.
AMD 7170 Clause 4.2.1
July 1992
At the end of the first sentence delete ‘indicator’ and substitute ‘conductor’.
AMD 7170 Clause 4.5.1
July 1992
Delete the last sentence and substitute the following.
‘Fuses shall not be accessible without the use of a tool and
shall comply with BS 1362 or standard sheet 1 or 5 of
BS 4265 : 1977.'
AMD 7170 Clause 6.1 Continuity
July 1992
At the end of the first line delete ‘earthed’ and substitute ‘earth’.
AMD 7170 Clause 6.2 Insulation resistance
July 1992

Insert the following note at the end of the last line.

‘NOTE. Neon indicators should be removed from the circuit before
carrying out this test either by switching off the socket or by
physical removal of the neon indicator.’
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AMD 7170 Clause 7(h)

July 1992
At the beginning of the first line insert ‘unless a plug is already fitted,’.
AMD 7170 Publications referred to
July 1992
insert the following reference immediately after BS 4727 and before BS 5459,
‘BS 4875 Strength and stability of furniture
Part 5 Methods for determination of strength of tables and trolleys
Part 6 Methods for determination of stability of tables and trolleys’
9207-1 CCM/4
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