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National foreword

This British Standard has been prepared under the direction of the Electronic Equipment Standards Committee and is
identical with IEC Publication 752 : 1982 ‘Audio-frequency calibration tape for transverse track recorders’ published
by the International Electrotechnical Commission (IEC).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards.

Cross-references

International standards Corresponding British Standards
IEC 94 BS 6288 Magnetic tape sound recording and reproducing systems
(Identical)*
IEC 386 : 1972 BS 4847 : 1972 Method of measurement of speed fluctuation in sound recording and

reproducing equipment
(Technically equivalent)

IEC 651 : 1979 BS 5969 : 1981 Specification for sound level meters
(Identical)

The Technical Committee has reviewed the provisions of IEC 347, to which reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard. A related British Standard is BS 4967
‘Specification for transverse track video tape recorders’.

Additional information. Reference is made in 3.7 to the ‘official IEC languages’. These are English, French and Russian.
The requirements of 3.7 in this British Standard will be met if the voice announcement is made in English.

NOTE. Typographical error. In 4.1.4, for ‘reproduce’ read ‘reproduction’.
Compliance with a British Standard does not of itself confer immunity from legal obligations.

*BS 6288 is a multi-part standard and the Part required to describe the time constant, referred to in 4.2.2 and 4.2.3, is Part 1 : 1982 :
‘Specification for general conditions and requirements’, which is identical with IEC 94 : Part 1 : 1981. DO t
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AMD 6415

Amendment No. 1
published and effective from 30 November 1990
to BS 6415 : 1983
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——

Specification for audio-frequency calibration
tape for transverse track video recorders

NOTE. This amendment is being published to effect the implementation of CENELEC HD 460 S1.

Revised text

AMD 6415 Front cover
November 1390 Underneath the title, insert the following:

‘(Implementation of CENELEC HD 460 S1)’.

AMD 6415 National foreword

November 1990 Insert the following sentence at the end of paragraph 1.
“This British Standard is also in agreement with Harmonization Document HD 460 S1,
published by the European Committee for Electrotechnical Standardization (CENELEC).’
In the list of cross-references, after IEC 94 and the corresponding British Standard, insert
the following IEC standard and corresponding British Standard.

‘IEC 347 : 1982 BS 4967 : 1983 Specification for transverse track video
tape recorders
(Identical) ’

Delete the paragraph beginning ‘The Technical Committee . . . .
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BS 6415 : 1983

British Standard Specification for

Audio-frequency calibration tape for
transverse track video recorders

1. Scope

This standard specifies audio-frequency calibration tapes to be used for adjusting the sensitivity
and the frequency response of the audio reproducing systems of transverse track recorders for
625 line-50 field systems operating at 39.7 cm/s (15.6 in/s) and 525 line-60 field systems operating
at 38.1 cm/s (15 in/s) according to I EC Publication 347: Transverse Track Recorders.

2. Object

The object of this standard is to specify the contents and the tolerances of audio-frequency
calibration tapes, so that measurements made on any recording/reproducing equipment using tapes
manufactured in accordance with the requirements of this standard shall be directly comparable.

3. General specifications

3.1 Dimensions of records

The dimensions of pertinent records constituting this calibration tape shall conform to IEC

Publication 347.

The tolerances of audio and cue track are tightened in accordance with Table I and Figure 1.

TABLE I
Millimetres Inches
C min. 1.50 0.0591
max. 1.55 0.0610
D min. 2.03 0.0799
max. 2.12 0.0835
H min. 48.85 1.9232
max. 48.97 1.9280
I min. 50.55 1.9902
max. 50.65 1.9941
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