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Foreword

This British Standard has been prepared under the direction  attentian is drawn to the Textile Products {Indications of
of the Textile Products and Leather Standards Committee fibre gontent) Regulations 1973 (S.1. 1973, No. 2124) and
following the publication of BS 5867. subsequent amendments, and to the Trade Descriptions
{Origin marking} (Miscellaneous goods} Order 1981 (S.I.

Compliance with a British Standard does not of itself
1981, No. 121).

confer immunity from legal obligations. In particular,
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British Standard Specification for

Made-up curtains

1. Scope

This British Standard specifies requirements for the
materials, manufacture and labetling of lined and unlined
ready-made and custom-made curtains.

Maximum track widths to be recommended for ready-made
curtains are given in 6.2,

The procedure for the determination of the dimensions of a
curtain is given in appendix A and the procedure for the
determination of seam slippage is given in appendix B.

NOTE. The titles of the publications referred to in this British
Standard are listed on the inside back cover.

2. Definitions

For the purposes of this British Standard the following
definitions apply.

2.1 curtain set. The curtain(s) which, when drawn, cover(s)
a window (or doorway, or wall, etc.).

2.2 ready-made curtains. A curtain set consisting of two
curtains readily available in a limited range of widths,
lengths and heading tapes.

2.3 custom-made curtains. A curtain set made specifically
to a customer’s requirements with respect to the number of
curtains, width, length and heading tape.

2.4 gathered heading. A heading with small, even ruffles
(see figure 1).

Figure 1. Gathered heading

2.5 pencil pleat hedding. A heading with uniform narrow
pleats (see figure 2).

3. Fabric

3.1 General requirements. The curtain fabric, and, if a
lined curtain, the lining fabric, shall comply with BS 5867 :
Part 1 or, if the fabric is of a laminated construction, it shall
comply with BS 5360.

3.2 Flammability performance. No statement of flamma-
bility performance shall be used unless the curtain fabric or
curtain assembly complies with the flammability require-
ments of BS 5867 : Part 2. In that case the statement
‘Fabric flammability complies with the requirements of

BS 6867 : Part 2, with the addition of ‘type A’, ‘type B’ or
‘type C’ as appropriate, shall be used. No other statement
of flammability performance shall be used.

NOTE. The use of a curtain fabric and a lining fabric to produce a
lined curtain assembly can transform two safer fabrics into a
hazardous assembly. It is therefore important to test such assemblies
in the combination in which they will be used. Attention is drawn
to the fact that studies carried out by the Department of the
Environment Fire Research Station have indicated that small scale
laboratory tests are not considered to be fully adequate in assessing
the resistance of curtains to a range of ignition sources. They can,
however, provide useful information as screening tests.

Figure 2. Pencil pleat heading
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