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British Standard
Conditioning of sacks for testing

Part 1. Method for conditioning paper sacks

Conditionnement de sacs pour essais
Partie 1. Méthode de conditionnement des sacs en papier

Klimatisierung von Sacken fiir Prufiingen
Teil 1. Verfahren zur Klimatisierung von Papiersacken

National foreword

This Part of this British Standard, prepared under the Cross-references ‘
direction of the Packaging and Freight Container Standards  |,ternational standard Corresponding British Standard
Committee, is identical with I1SO 6599 ‘Packaging — Sacks — |50 187-1977 BS 3431 : 1973 Method for the

Conditioning for testing — Part 1 : Paper sacks’ published in

. L o conditioning of paper and board
1983 by the International Organization for Standardization

for testing

(1SO). (Technically equivalent)
Terminology and conventions. The text of the There are no corresponding British Standards for
international standard has been approved as suitable for 1SO 554-1976 and ISO 6590/1_' which are referred to in
publication as a British Standard without deviation. the text. As the reference to 1SO 554 is for information
Some terminology and certain conventions are not identical only, since actual tolerances for relative humidity

with those used in British Standards; attention is drawn conditions are specified in the standard, the validity of
especially to the following. this British Standard is not affected.

The comma has been used as a decimal marker. In British

Standards it is current practice to use a full point on the Compliance with a British Standard does not of itself
baseline as the decimal marker. confer immunity from legal obligations.

Where the words ‘part of 1SO 6599’ appear, referring to
this standard, they should be read as ‘Part of BS 6427'.

*At present at the stage of draft.

Documents

Document Sharing Hub

Full document details: BS 6427-1:1983


http://www.avadocuments.com/doc/bs-6427-1-1983
http://www.avadocuments.com/doc/bs-6427-1-1983

BS 6427 : Part 1 : 1983

0 Introduction

The physical properties of paper are affected materially by its
moisture content, which is dependent on the humidity and
temperature of the surrounding atmosphere. In order that tests
may be made on a paper sack in a defined physical state, it is
brought into equilibrium with an atmosphere of standardized
temperature and relative humidity, and tested in that at-
mosphere.

1 Scope

This part of ISO 6599 specifies the conditioning atmospheres
and the method for conditioning samples of intact, empty
paper sacks before and during testing.

If only conventional paper tests are to be carried out on the
material of a sack, samples of this material shall be cut out and
conditioned as specified in 1ISO 187.

2 Field of application

This part of ISO 6599 applies to all types of empty paper sacks
as specified in 1ISO 6590/1.

3 References

I1SO 187, Paper and board — Conditioning of samples.

ISO 554, Standard atmospheres for conditioning and/or
testing — Specifications.

ISO 6590/1, Packaging — Sacks — Vocabulary and types —
Part 1 : Paper sacks.)

4 Principle

Exposure of empty sacks to a conditioning atmosphere so that
a state of temperature and moisture content equilibrium is
reached between the sacks and this atmosphere.

5 Definitions

For the purposes of this International Standard, the following
definitions apply.

5.1 relative humidity (R.H.) : The ratio of the absolute
humidity of the air to the humidity of air saturated with water
vapour at the same temperature and pressure.

NOTE — This ratio is usually expressed as a percentage. At ordinary
atmospheric temperatures, this ratio is almost exactly equal to the ratio
of the actual vapour pressure to the saturation vapour pressure at the
same (dry bulb) temperature.

5.2 conditioning : The establishment of a temperature and
moisture content equilibrium between empty sacks and an at-
mosphere of specified temperature and relative humidity.

1) At present at the stage of draft.
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6 Conditioning atmospheres
The table indicates suitable conditioning atmospheres.

Unless otherwise stated in the relevant specifications or test
methods, or agreed between the interested parties, at-
mosphere 23/50 shall be used.

NOTE — The temperature and relative humidity conditions are those
specified in 1SO 187 and ISO 554. The tolerances quoted are the
reduced or close tolerances specified in 1ISO 554.

Table
Relative
Designation Temperature humidity Remarks
°C %
23/50 23 +1 50 + 2 Preferred atmosphere
27/65 27 +1 65 + 2 Where made necessary|
by climatic conditions
at the test location
20/65 20 1 65 + 2 -

7 Equipment

7.1 Room and measuring instrumentation

The room in which conditioning is carried out shall be provided
with automatic equipment for bringing the air to standard con-
ditions of temperature and relative humidity and for so cir-
culating it that these conditions are uniformly maintained at all
relevant points within it. It is recommended that a recording
hygrometer, periodically checked by a standard method (for ex-
ample with calibrated wet and dry bulb thermometers), be kept
in the test space for checking purposes.

7.2 Determination of temperature and relative
humidity

The relative humidity of the conditioning air shall be determined
by a reliable method. Where a wet and dry bulb hygrometer is
used, it shall be placed in an air current of the speed required by
the tables used. This shall be not less than 2 m/s.

When the thermometers of the hygrometer are at the same
temperature, with the bulbs dry, the difference in reading shall
not exceed 0,2 °C.

8 Procedure

The sacks shall be so suspended that the conditioning air cii-
culates freely to all their outer surfaces and, in the case of open
mouth sacks, to as much of the inner surface of the innermost
ply as possible.
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