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Méthode d’échantillonnage de sacs vides pour essais

Prifung von Sacken; Probenahme

National foreword
This British Standard, prepared under the direction of the Cross-references

Packaging and Freight Container Standards Committee, is International standard Corresponding British Standard
identical with 1SO 7023 ‘Packaging — Sacks — Method of 1SO 186-1977 BS 3430 : 1980 Method for
sampling empty sacks for testing’ published in 1983 by the sampling for testing paper and
International Organization for Standardization (1SO). board

Terminology and conventions. The text of the (ldentical)

international standard has been approved as suitable for ISO 3951-1981 BS 6002 : 1979 Specification for
publication as a British Standard without deviation. sampling procedures and charts for

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

inspection by variables for percent
defective

(Technically equivalent)

Wherever the words ’International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 6428 : 1983

1 Scope and field of application

This International Standard specifies a method of obtaining a
representative sample of empty sacks for testing.

This International Standard is applicable when sampling in
order to assess the average quality of a consignment of empty
sacks. The method is not suited to sampling for production
control.

The method applies to all types of empty sacks.

NOTE — It should be noted that the sample is representative only of
those sacks available for sampling. Considerable caution should be ex-
ercised when extrapolating the results from such sampling to a larger
consignment.

2 References
1SO 186, Paper and board — Sampling for testing.

ISO 3951, Sampling procedures and charts for inspection by
variables for percent defective.

3 Definitions

For the purpose of this International Standard, the following
definitions apply.

3.1 lot : The aggregate of sacks which are of a single kind
with specified characteristics, on which a judgement is desired
(usually as to compliance with specification) and which are
available for sampling.

NOTES

1 The number of sacks comprising a lot may be indicated on the in-
voice or agreed upon by the contracting parties.

2 When the number of sacks available for sampling is less than the lot
size agreed or indicated on the invoice, the total number of sacks
available may be taken as a lot subject to the caution given in the note
to clause 1.

3.2 unit: The unit may be in the form of a bundle, bale,
pallet load, container load, etc. One or more nominally identical
units constitute a lot.

3.3 element : The element may be in the form of a bundle,
bale, pallet load etc., but cannot be a single sack. One or more
nominally identical elements constitute a unit.

3.4 sample : A specified number of sacks selected accor-
ding to a prescribed procedure to represent the lot.

3.5 selected at random : Taken in such a way that each
part of the whole has an equal chance of being selected.

4 Principle

Selection at random of a prescribed number of sacks from the
lot following a two-stage procedure as follows :

a) Selection of a prescribed number of units from the lot
(see 5.1).

b) Use of one of the following two procedures :

1) Where the unit is not subdivided into elements,
selection of a prescribed number of sacks from each of
these units (see 5.2.1).

2) Where the unit is subdivided into elements, selec-
tion of a prescribed number of elements from each of
these units, then selection of a prescribed number of
sacks from these elements (see 5.2.2).

5 Procedure

5.1 Selection of units

Determine and select the number of units to be sampled, accor-
ding to table 1.

NOTE — Table 1 has been taken from 1SO 186.

Table 1
Number of units (n) Number of units Method of
in the lot selected selection
1to 5 all —
6to 99 5 at random
" *
100 to 399 at random
20
400 or more 20 at random

*

In deciding the number of units to be selected, any remainder of
less than 20 units shall be ignored.

The units selected shall be intact and in good external condi-
tion.
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