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Foreword

This British Standard has been prepared under the direction of the
Industrial-process Measurement and Control Standards Committee.

The SI pressure unit “pascal” has been used throughout this standard. However,
since a large sector of British industry is committed to the use of the pressure unit
“bar” and intends to maintain this position, the equivalent in bars has been given
in brackets after the value in pascals.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 10, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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1 Scope

This British Standard specifies requirements for
d.c. powered electrical transmitters with analogue
direct current output used in absolute and gauge
pressure measurement.

This specification applies to transmitters for
general industrial use but does not apply to
aerospace, marine, laboratory and medical
requirements.

NOTE The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this British Standard the
following definitions apply.

2.1
measured error

the largest deviation of the output of the transmitter
from its corresponding ideal value, obtained with
both increasing and decreasing inputs

NOTE Measured error is expressed as a percentage of span and
is determined in accordance with the method described in A.2.2.

2.2
hysteresis

that property of an element evidenced by the
dependence of the, value of the output, for a given
excursion of the input, upon the history of prior
excursions and the direction of the current traverse

NOTE This is a common usage definition which includes
hysteresis error and dead band. That portion of the difference
which is dependent on the history of prior excursion is hysteresis
error while that portion due to dead band may be determined by
a conventional dead band test.

2.3
hysteresis error

that portion of hysteresis due to energy absorption
in the elements of a measuring instrument

NOTE Hysteresis error should be determined by subtracting
the value of dead band from the maximum measured separation
between upscale-going and downscale-going indications of the
measured variable, during a full-range traverse unless otherwise
specified.

2.4

dead band

the largest change in input that can be effected
without causing a detectable change of output

2.5
range

the region between the limits within which a
quantity is measured, received or transmitted,
expressed by stating the lower and upper range
values

2.6
lower range value

the lowest value of the measured variable that a
device 1s adjusted to measure

2.7
upper range value

the highest value of the measured variable that a
device 1s adjusted to measure

2.8

span

the algebraic difference between the upper and
lower range values

2.9
over-range

the condition in which any value of the input signal
exceeds its upper range value or goes below its lower
range value

2.10
repeatability

the closeness of agreement among a number of
consecutive measurements of the output for the
same value of the input under the same operating
conditions, approaching from the same direction, for
full-range traverses

2.11
transmitter

a measuring transducer whose output is a
standardized signal

2.12
absolute pressure

an indication of pressure based on a zero at total
vacuum

2.13
gauge pressure

an indication of pressure based on a zero at the
ambient atmospheric pressure

3 Classification

3.1 General. The performance characteristics of
transmitters are classified as follows:

a) accuracy (see Table 1);
b) temperature coefficient (see Table 2).

Documents

© BSI 07-1999

Full document details: BS 6447:1984

Document Sharing Htjb


http://www.avadocuments.com/doc/bs-6447-1984
http://www.avadocuments.com/doc/bs-6447-1984

